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PARTS IN KIT

PREPARE MACHINE

1. Stop machine on a level surface.

2. LOCK park brake.

3. STOP engine.

4. Remove key.

INSTALL SHOCK ABSORBERS

1. Safely lift utility vehicle and secure front of vehicle with
jack stands.

2. Remove old shocks and discard, but retain hardware
(A) to install new heavy duty shock absorbers.

Picture Note: Tire removed for photo clarity.

QTY. Description

2 Heavy Duty Shock Absorber (A)

1 Adjusting Wrench (B)
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NOTE: Shocks are shipped with cam setting in
lowest spring preload setting. Install on machine that
way.

3. Install new shocks (B), leaving cam in lowest spring
preload setting, with rod end up.

4. Use previously removed hardware (A) and tighten to
70 N•m (52 lb-ft.).

5. Lower machine.

6. Drive machine for 5 to 10 minutes to allow for setting in
or settling of the shocks.

CHECK SHOCK RIDE HEIGHT AND ADJUST
SPRING PRELOAD

1. Park machine on flat level surface.

2. Ensure all tires are inflated to 41 kPa (6 psi).

3. Measure center of bolt head to center of bolt head (C)
on each shock and average the two dimensions.

4. If average dimension (C) is less then 305 mm (12 in.),
then adjust the cam to provide more spring preload. DO
NOT exceed 315 mm (12-3/8 in.).

5. Use the adjusting wrench (E) to adjust the shock up to
5 levels of adjustment (F). Each level of the adjustment is
approximately 3 mm (1/8 inch) more spring preload.

6. Drive to allow settling and setting in of the shocks, then
check measurements. Adjust if necessary.

IMPORTANT: Avoid excessive wear on tires and
machine suspension. Adjust the
shock absorbers only when needed
and follow steps exactly.

Equip machine with any attachments
that are typical “normal use,”
including a 200 lb. operator and
passenger in the seats.

IMPORTANT: The cam position (D) on each shock
needs to be the same to maintain a
stable ride.

IMPORTANT: An adjustment above 315 mm (12-3/8
in.) will produce a harsher ride and
excessive positive tire camber which
will accelerate tire wear.
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