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Introduction

IMPORTANT: Read through this instruction
thoroughly and familiarize yourself with the
tractor before installing parts.

This instruction demonstrates procedures for installing a
dual rear mechanical SCV kit on a 4049M, 4049R, 4066M,
and 4066R open station tractor.

Recognize Safety Information
This is a safety-alert symbol. When you see this symbol
on your machine or in this manual, be alert to the potential
for personal injury.

Follow recommended precautions and safe operating
practices.
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Understand Signal Words
DANGER; The signal word DANGER indicates a
hazardous situation which, if not avoided, will result in
death or serious injury.

WARNING; The signal word WARNING indicates a
hazardous situation which, if not avoided, could result in
death or serious injury.

CAUTION; The signal word CAUTION indicates a
hazardous situation which, if not avoided, could result in
minor or moderate injury. CAUTION may also be used
to alert against unsafe practices associated with events
which could lead to personal injury.

A signal word—DANGER, WARNING, or CAUTION—is
used with the safety-alert symbol. DANGER identifies
the most serious hazards. DANGER or WARNING
safety signs are located near specific hazards. General
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precautions are listed on CAUTION safety signs.
CAUTION also calls attention to safety messages in this
manual.
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Follow Safety Instructions
Carefully read all safety messages in this manual and on
your machine safety signs. Keep safety signs in good
condition. Replace missing or damaged safety signs. Be
sure new equipment components and repair parts include
the current safety signs. Replacement safety signs are
available from your John Deere dealer.

There can be additional safety information contained on
parts and components sourced from suppliers that is not
reproduced in this operator's manual.

Learn how to operate the machine and how to use controls
properly. Do not let anyone operate without instruction.

Keep your machine in proper working condition.
Unauthorized modifications to the machine may impair the
function and/or safety and affect machine life.
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If you do not understand any part of this manual and need
assistance, contact your John Deere dealer.

Replace Safety Signs
Replace missing or damaged safety signs. Use this
operator’s manual for correct safety sign placement.

There can be additional safety information contained on
parts and components sourced from suppliers that is not
reproduced in this operator's manual.
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Park Machine Safely
Before working on the machine:

• Lower all equipment to the ground.
• Stop the engine and remove the key.
• Disconnect the battery ground strap.
• Hang a "DO NOT OPERATE" tag in operator station.
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Kit Parts List
PY46011 —UN—19JUL17
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Kit Parts List
PY46011 —UN—19JUL17
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Continued on next page PR59899,000036B -19-28AUG17-1/2

Kit Part List
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NOTE: Additional components may be needed to
complete this kit installation depending on tractor
configuration and kit combinations. Refer to the

additional line routing at the end of this instruction
for additional line locations.

Item No. Part Number Description Quantity
1 14M7273 NUT M8 2
2 14M7298 FLANGE NUT M8 4
3 14M7303 FLANGE NUT M6 2
4 14M7396 LOCK NUT M8 5
5 14M7608 LOCK NUT M6 2
6 15H558 PIPE FITTING 1
7 19M7160 CAP SCREW M6 2
8 19M7798 SCREW M8 2
9 19M7801 SCREW M8 3
10 19M7803 SCREW M8 2
11 19M7862 SCREW M6 7
12 19M7865 SCREW M8 3
13 19M8874 CAP SCREW M8 2
14 24M7139 WASHER, FLAT ID M6 2
15 38H1417 FITTING, CAP ASSEMBLY 1
16 61H1025 TEE FITTING W/ O-RING 1
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17 61H1096 ELBOW FITTING W/ O-RING 1
18 61H1162 ADAPTER W/ O-RING 2
19 61H1280 UNION FITTING W/ O-RING 1
20 61H1317 ADAPTER W/ O-RING 2
21 61H1405 ELBOW FITTING W/ O-RING 1
22 AW29861 UNION 4
23 H120847 BLOCK CLAMP 4
24 L55969 NUT, SHEET METAL 3
25 LVA13231 HYD. QUICK-CONNECT COUPLER 4
26 LVA18097 SELECTIVE CONTROL VALVE 1
27 LVA18557 TOGGLE/ROCKER SWITCH 1
28 LVA19251 OIL LINE 1
29 LVA19252 OIL LINE, DUAL REAR TANK TO RCV 1
30 LVA19252 OIL LINE, DUAL REAR TANK TO RCV 1
31 LVA23074 BRACKET, MOUNTING, DUAL REAR SCV OS 1
32 LVA23257 BRACKET, LIGHT MOUNTING, LH 1
33 LVA23400 BRACKET, LOCKOUT MOUNT 1
34 LVU17817 TUBING, CONVOLUTE 2
35 LVU26399 HYDR.QUICK COUPLER PLUG 2
36 LVU26882 LEVER, DUAL REAR SCV, OS 1
37 LVU26946 LEVER, DUAL REAR SCV, OS 1
38 LVU27291 HOSE SLEEVE - FABRICATE 3
39 LVU31533 SPRING, DETENT 1
40 LVU31796 SPRING WASHER 2
41 LVU32090 LABEL, LOCKOUT 2
42 LVU32124 DECAL, DUAL REAR SCV (OS) 1
43 LVU32125 DECAL, DUAL REAR SCV (OS) 1
44 LVU32131 BRACKET DUAL REAR SCV COUPLER 1
45 LVU32132 BRACKET, DUAL REAR COUPLERS COVER 1
46 LVU33672 BRACKET, DUAL REAR COVER 1
47 LVU34422 LEVER, SCV 2 LOCKOUT 1
48 LVU34425 LEVER, SCV 3 LOCKOUT 1
49 LVU34440 BRACKET, DUAL REAR COVER 1
50 M132111 WASHER, ANTI FRICTION 4
51 M42702 SNAP RING 8
52 R105388 TIE BAND, BAND 5
53 R26286 O-RING 1
54 R269302 KNOB 2
55 R44302 TIE BAND - BLACK 9
56 W42417 PLUG DUST BLACK 2
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Continued on next page PR59899,0000366 -19-28AUG17-2/10

Prepare Machine

CAUTION: Escaping fluid under pressure can
penetrate the skin causing serious injury.
Avoid the hazard by relieving pressure before
disconnecting hydraulic or other lines. Tighten
all connections before applying pressure. Search
for leaks with a piece of cardboard. Protect hands
and body from high pressure fluids.

If an accident occurs, see a doctor immediately.
Any fluid injected into the skin must be surgically
removed within a few hours or gangrene
may result. Doctors unfamiliar with this type
of injury should reference a knowledgeable
medical source. Such information is available
from Deere & Company Medical Department
in Moline, Illinois, U.S.A.

NOTE: Retain all parts and hardware and return
to customer unless specified differently
in the procedure.

NOTE: Torque all fasteners, hydraulic lines, and hydraulic
fittings to standard torque value unless specified
otherwise in the procedure. For standard torque
values, refer to the technical manual.
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Escaping Fluid

1. Relieve pressure from the hydraulic system by
lowering the rockshaft and moving the SCV lever
through all positions.

CAUTION: Avoid crushing injury. Use a safe lifting
device and support machine securely on jack
stands. Block front and rear of wheel not raised
to prevent machine movement. Wheel can be
heavy or difficult to handle when removing.

2. Remove rear wheel on right side of machine.

3. Remove nuts (A) securing console cover to side panel,
do not remove console cover at this time.

A—Nut (3 used)
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Continued on next page PR59899,0000366 -19-28AUG17-3/10

NOTE: Fender is removed for visual clarity. Removal of
the fender is not necessary for the kit installation.

4. Remove hydraulic line (A) between rockshaft and
SCV control valve.

A—Rockshaft-to-SCV
Hydraulic Line
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4R and 4M with Mid Mounted SCV
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4M with Loader Mounted SCV
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Continued on next page PR59899,0000366 -19-28AUG17-5/10

5. Remove hydraulic plug (A) at rockshaft.

A—Hydraulic plug
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6. Install tee fitting (A), do not tighten tee fitting at this
time.

7. Install cap (B) on tee fitting and tighten to specification.
Specification

Cap—Torque................................................................ 69 N·m (50 lb.-ft.)

A—Tee Fitting (item 16 in parts
list)

B—Cap (item 15 in parts list)
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Continued on next page PR59899,0000366 -19-28AUG17-7/10

8. Replace existing straight fitting (if any) with straight
fitting (A) and tighten to specification.

Specification
Straight Fitting—Torque................................................ 69 N·m (50 lb.-ft.)

A—Straight Fitting (item 18 in
parts list)
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9. 4M without loader:

a. Remove cap (A) at rock shaft and install plug (B).

b. Replace o-ring on cap with supplied o-ring (item
30 from parts list) and install cap (A) and tighten
to specification.

Specification
Straight Fitting—Torque................................................ 24 N·m (18 lb.-ft.)

A—Cap B—Plug (item 6 from parts list)
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Continued on next page PR59899,0000366 -19-28AUG17-9/10

10. Remove cap screws (B) retaining right rear light (A)
and remove light. Repeat for left rear light.

A—Right Rear Light B—Cap Screws
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11. Install left rear light bracket (A) with cap screws (B)
and nuts (C).

A—Left Rear Light Bracket
(item 32 in parts list)

B—Cap Screws (item 13 in
parts list)

C—Nuts (item 2 in parts list)
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Continued on next page PR59899,0000367 -19-28AUG17-1/7

12. Install right rear light bracket (A) with cap screws (B)
and nuts (C).

A—Right Rear Light Bracket
(item 31 in parts list)

B—Cap Screws (item 13 in
parts list)

C—Nuts (item 2 in parts list)
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Install Hydraulic Valve
1. Install straight fittings (A) and (B) in dual rear SCV

valve (C). Tighten to specification.
Specification

Straight Fit-
tings—Torque............................................................... 50 N·m (37 lb.-ft.)

NOTE: The hydraulic line that connects to the 90° fitting
(D) is not included in this kit, leave loose at this
time. Tighten once hydraulic line is installed.

2. Install 90° fitting (D) in dual rear SCV valve (C). Do not
tighten at this time.

A—Straight Fitting (item 20 in
parts list)

B—Straight Fitting (item 22 in
parts list)

C—Dual Rear SCV Valve (item
26 in parts list)

D—90° Fitting (item 21 in parts
list)
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Continued on next page PR59899,0000367 -19-28AUG17-4/7

3. Install Loctite® 243 medium strength to threads and
install lock nut (B) on levers (D) and (E). Install levers
on dual rear SCV valve (A). Tighten lock nut (B) to
secure handle.

4. Install lever handle (C) on levers (D) and (E).

A—Dual Rear SCV Valve (item
26 in parts list)

B—Lock Nut (item 1 in parts
list)

C—Lever Handle Knob (item 54
in parts list)

D—Lever (item 37 in parts list)
E—Lever (item 36 in parts list)
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Loctite is a trademark of Henkel Corporation

5. Install dual rear SCV valve (B) to right rear light bracket
(A) with cap screws (C). Do not tighten at this time.

A—Right Rear Light Bracket
(item 31 in parts list)

B—Dual Rear SCV Valve (item
26 in parts list)

C—Cap Screw (item 9 in parts
list)
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6. Install lockout mount bracket (A) on dual rear SCV
bracket and secure using cap screw (B) and nut (C)
as shown.

A—Bracket, Lockout Mount
(item 33 in part list)

B—Cap Screw (item 11 in part
list)

C—Nut (item 3 in part list)
P
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Continued on next page PR59899,0000367 -19-28AUG17-6/7
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A—Spring Detent (item 39 in part
list)

B—Washer, Anti friction (item 50
in part list)

C—Lever SCV 2 Lockout (item 44
in part list)

D—Lever SCV 3 Lockout (item 48
in part list)

E—Spring Washer (item 40 in
part list)

F—Washer, Flat (item 14 in part
list)

G—Cap Screw (item 7 in part list)

H—Nut (item 5 in part list)

7. Install detent spring (A) on lockout mount as shown.
and 8. Secure detent spring (A) and Lever SCV 2, 3 using

cap screw (G), anti friction washer (B), spring washer
(E), and nut (H)

9. Install snap ring (B) on inner ring of quick coupler (A).

10. Install quick couplers (A) in coupler bracket (C). Install
snap ring (B) on coupler but do not insert into coupler
groove at this time.

A—Quick Couplers (item 25 in
parts list)

B—Snap Ring (item 51 in parts
list)

C—Coupler Bracket (item 44 in
parts list)
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Continued on next page PR59899,0000368 -19-28AUG17-1/7

NOTE: Ensure violet dust plug is installed on the outer
fittings and black dust plug on the inner fittings.

11. Install coupler plugs (A) and (E) on ends of couplers
(B) and install couple bracket (C) with cap screw (D).
Do not tighten at this time.

12. Install couplers (B) to dual rear SCV valve and secure
snap ring on rear of coupler. Secure all caps screws
and nuts at this time.

A—Coupler Plug (items 56
from parts list)

B—Coupler (items 25 from
parts list)

C—Coupler Bracket (items 44
from parts list)

D—Cap Screw (items 11 from
parts list)

E—Coupler Plug (items 35
from parts list)
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Install Hydraulic Lines
1. Install hose sleeve (item 6 in parts list) on hydraulic

line (A) and install hydraulic line between dual rear
SCV and tee fitting at rockshaft. Tighten line and tee
fitting to specification.

Specification
Hydraulic
Lines—Torque...............................................................................69 N·m

50 lb.-ft.
90° Hydraulic
Fitting—Torque..............................................................................69 N·m

50 lb.-ft.

A—Hydraulic Line (item 29 in
parts list)
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Continued on next page PR59899,0000368 -19-28AUG17-3/7

2. Install hose sleeve (item 38 in parts list) on hydraulic
line (A) and install hydraulic line between dual rear SCV
and rockshaft. Tighten hydraulic line to specification.

Specification
Hydraulic
Lines—Torque...............................................................................69 N·m

50 lb.-ft.

3. Install tie straps (item 55 in parts list) to secure
hydraulic sleeves to hydraulic lines.

A—Hydraulic Line (item 28 in
parts list)
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NOTE: Hydraulic line (B) is not included in this kit
and is shown for reference only.

4. Install hydraulic line clamps (A). Tighten cap screws
to specification.

Specification
Hydraulic
Lines—Torque.................................................................................4 N·m

36 lb.-in.

A—Hydraulic Line Clamp (item
23 in parts list)

B—Hydraulic Line (not
included in kit)
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Continued on next page PR59899,0000368 -19-28AUG17-5/7

5. Install right rear light (A) and dual rear cover bracket
(D) to right rear light bracket and secure with cap
screws (B). Tighten to specification.

Specification
Cap Screw—Torque...................................................... 7 N·m (70 lb.-in.)

6. Cut conduit (C) to size and install over wire harness.

A—Right Rear Light
B—Cap Screw (item 12 in parts

list)

C—Conduit (item 34 in parts
list)

D—Bracket Dual Rear Cover
(item 46 in part list)
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7. Install dual rear cover bracket (B) and secure using
cap screw (A).

A—Cap Screw (item 11 on part
list)

B—Bracket, Dual Rear Cover
(item 49 on part list)
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8. Install dual rear coupler cover bracket (A) and secure
using cap screw (B) as shown.

A—Bracket, Dual Rear Coupler
Cover (item 45 in part list)

B—Cap Screw (item 12 in part
list)
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9. Install left rear light (A) to left rear light bracket and
secure with cap screws (B). Tighten to specification.

Specification
Cap Screw—Torque...................................................... 7 N·m (70 lb.-in.)

10. Cut conduit (C) to size and install over wire harness.

A—Left Rear Light
B—Cap Screw (item 12 in parts

list)

C—Conduit (items 34 in parts
list)
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Continued on next page PR59899,0000369 -19-28AUG17-2/7

Assemble Machine
1. Remove knockout from side console and install dual

rear SCV switch (A).

A—Dual Rear SCV Switch (item
27 in part list)

LV
21
52
4
—
U
N
—
07
A
P
R
14

Install Dual Rear SCV Switch (HST)
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Install Dual Rear SCV Switch (PTR)

2. Install dual rear SCV coupler bracket label (A).

A—Dual Rear SCV Coupler
Bracket Label (item 23 in
parts kit)
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Continued on next page PR59899,0000369 -19-28AUG17-4/7

3. Install dual rear SCV bracket label (A).

A—Dual Rear SCV Bracket
Label (item 42 in parts kit)
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4. Install lock out label (A) as shown.

A—Lock out Label (item 41 on
part list)
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Continued on next page PR59899,0000369 -19-28AUG17-6/7

5. Install hydraulic elbow fitting (B) on hydraulic line (A)
on mid SCV (C) if front loader is installed.

A—Hydraulic Line
B—Elbow Fitting

C—Mid SCV
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D—Tie Band (item 58 in part list) E—SCV Hydraulic Line
F—Straight Union Fitting (item

19 in part list)

6. Install straight union fitting (F) on SCV hydraulic line
and secure using tie bands (D) as shown.
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Continued on next page WS68074,0001FEC -19-08AUG17-1/3

7. Connect harness connector to dual rear SCV switch
and secure console to fender with nuts (A).

CAUTION: Avoid crushing injury. Use a safe lifting
device and support machine securely on jack
stands. Block front and rear of wheel not raised
to prevent machine movement. Wheel can be
heavy or difficult to handle when removing.

8. Install rear wheel on right side of machine. Torque
to specification.

Specification
Wheel—Torque............................................................................140 N·m

103 lb.-ft.

A—Nut (3 used)
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9
—
U
N
—
07
N
O
V
13

Dual Rear Hydraulic Lines Remove and Install

LV
24
27
9
—
U
N
—
09
D
E
C
15

Dual Rear Hydraulic Lines (with existing loader) (4M OS)

A—SCV Tank - Rockshaft Control
Valve Tank Port Hydraulic
Line

B—Second Function SCV to Kit
Input Hydraulic Line

C—Rockshaft Control Valve
Power Beyond to SCV IN
Hydraulic Line

D—Dual Rear to Rockshaft
Control Valve Hydraulic Line

E—Dual Rear Tank to Rockshaft
Control Valve Hydraulic Line
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LV
24
23
7
—
U
N
—
30
N
O
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Dual Rear Hydraulic Lines (4R OS)

A—SCV B2 Third Coupler
Hydraulic Line

B—SCV B1 First Coupler
Hydraulic Line

C—SCV A2 Fourth Coupler
Hydraulic Line

D—SCV A1 Second Coupler
Hydraulic Line

E—Rockshaft Control Valve
Power Beyond - SCV IN
Hydraulic Line

F—SCV Tank - Tank Return Line
G—Dual SCV, Second Spool SCV

Hydraulic Line
H—Dual Rear to Rockshaft

Control Valve Hydraulic Line

I— Dual Rear Tank to Rockshaft
Control Valve Hydraulic Line
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—
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—
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FE

B
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Dual Rear SCV (4R Cab)

A—SCV B2 to Third Coupler
Hydraulic Line

B—SCV B1 to First Coupler
Hydraulic Line

C—SCV A2 to Fourth Coupler
Hydraulic Line

D—SCV A1 to Second Coupler
Hydraulic Line

E—Dual Rear SCV A2 Hydraulic
Line

F—Dual Rear SCV Tank Hydraulic
Line

G—SCV Tank - Tank Return
Hydraulic Line

H—Dual Rear SCV Input
Hydraulic Line

I— Rockshaft Control Valve
Power Beyond SCV IN
Hydraulic Line

J—Dual Rear SCV B1 Hydraulic
Line

K—Dual Rear SCV A1 Hydraulic
Line

L—Dual Rear SCV B2 Hydraulic
Line

M—Dual Rear SCV A2 Hydraulic
Line
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Dual Rear and Third SCV Hydraulic Lines

LV
24
27
4
—
U
N
—
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D
E
C
15

Dual Rear and 3rd SCV Hydraulic Lines (4M OS)

A—Third SCV A3 to Rear
Hydraulic Line

B—Third SCV B3 to Rear
Hydraulic Line

C—SCV Tank, Rock Shaft Control
Valve Tank Port

D—Third SCV Connection
Hydraulic Line

E—Rockshaft Power Beyond to
SCV IN Hydraulic Line

F—Dual Rear to Rockshaft
Control Valve Hydraulic Line

G—Dual Rear Tank to Rockshaft
Control Valve Hydraulic Line
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Dual Rear and Third SCV Hydraulic Lines (4R OS)

A—Third SCV Port A3 to Fifth
Coupler Hydraulic Line

B—Third SCV Port B3 to Sixth
Coupler Hydraulic Line

C—SCV B2 Third Coupler
Hydraulic Line

D—SCV B1 First Coupler
Hydraulic Line

E—SCV A2 Fourth Coupler
Hydraulic Line

F—SCV A1 Second Coupler
Hydraulic Line

G—Rock Shaft Power Beyond
SCV IN Hydraulic Line

H—SCV Tank Return Hydraulic
Line

I— Dual Rear to Rockshaft
Hydraulic Line

J—Dual Rear Tank to Rockshaft
Hydraulic Line

K—Dual Rear Three Spool SCV
Hydraulic Line
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Dual Rear and Third SCV Hydraulic Lines (4R Cab) (Front Third SCV Option)
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A—Third SCV Port A3 to Fifth
Coupler Hydraulic Line

B—Third SCV Port B3 to Sixth
Coupler Hydraulic Line

C—SCV B2 Third Coupler
Hydraulic Line

D—SCV B1 First Coupler
Hydraulic Line

E—SCV A2 Fourth Coupler
Hydraulic Line

F—SCV A1 Second Coupler
Hydraulic Line

G—Dual Rear SCV Power Beyond
Hydraulic Line

H—Dual Rear SCV Tank Hydraulic
Line

I— SCV Tank Return Hydraulic
Line

J—Dual Rear Third Function
Input Hydraulic Line

K—Rock Shaft Control Valve
Power Beyond SCV IN
Hydraulic Line

L—Dual Rear SCV B1 Hydraulic
Line

M—Dual Rear SCV A1 Hydraulic
Line

N—Dual Rear SCV B2 Hydraulic
Line

O—Dual Rear SCV A2 Hydraulic
Line
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Dual Rear and Third SCV Hydraulic Lines (4R Cab) (Rear Third SCV Option)
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A—SCV B2 Third Coupler
Hydraulic Line

B—SCV B1 First Coupler
Hydraulic Line

C—SCV A2 Fourth Coupler
Hydraulic Line

D—SCV A1 Second Coupler
Hydraulic Line

E—Third SCV B3 to Rear Sixth
Coupler Hydraulic Line

F—Third SCV A3 to Rear Fifth
Coupler Hydraulic Line

G—Dual Rear SCV Power Beyond
Hydraulic Line

H—Dual Rear SCV Tank Hydraulic
Line

I— SCV Tank Return Hydraulic
Line

J—Dual Rear Third Function
Input Hydraulic Line

K—Rock Shaft Control Valve
Power Beyond SCV IN
Hydraulic Line

L—Dual Rear SCV B1 Hydraulic
Line

M—Dual Rear SCV A1 Hydraulic
Line

N—Dual Rear SCV B2 Hydraulic
Line

O—Dual Rear SCV A2 Hydraulic
Line

Dual Rear and Power Beyond Hydraulic Lines
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2
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D
E
C
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Dual Rear and Power Beyond (4M OS)

A—SCV Tank - Rockshaft Control
Valve Tank Port Hydraulic
Line

B—Second Function SCV to Kit
Input Hydraulic Line

C—Rockshaft Control Valve
Power Beyond to SCV IN
Hydraulic Line

D—Dual Rear to Rockshaft
Control Valve Hydraulic Line

E—Dual Rear Tank to Rockshaft
Control Valve Hydraulic Line

F—Power Beyond Kit to Dual
Rear Hydraulic Line

G—Power Beyond Tank Return
Hydraulic Line
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Dual Rear and Power Beyond (4R OS)

A—SCV B2 Third Coupler
Hydraulic Line

B—SCV B1 First Coupler
Hydraulic Line

C—SCV A2 Fourth Coupler
Hydraulic Line

D—SCV A1 Second Coupler
Hydraulic Line

E—Rockshaft Control Valve
Power Beyond - SCV IN
Hydraulic Line

F—SCV Tank - Tank Return Line
G—Dual Rear to Rockshaft

Control Valve Hydraulic Line

H—Dual Rear Tank to Rockshaft
Control Valve Hydraulic Line

I— Power Beyond Tank Return
Hydraulic Oil Line

J—Power Beyond Kit to Dual
Rear Hydraulic Oil Line

K—Power Beyond Input
Hydraulic Line
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Dual Rear and Power Beyond (4R Cab)
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A—SCV B2 Third Coupler
Hydraulic Line

B—SCV B1 First Coupler
Hydraulic Line

C—SCV A2 Fourth Coupler
Hydraulic Line

D—SCV A1 Second Coupler
Hydraulic Line

E—Dual Rear SCV Power Beyond
Hydraulic Line

F—Dual Rear SCV Tank Hydraulic
Line

G—Dual Rear SCV to Power
Beyond Hydraulic Line

H—Power Beyond Input
Hydraulic Line

I— Rockshaft Control Valve
Power Beyond SCV IN
Hydraulic Line

J—Cab Dual Rear SCV B1
Hydraulic Line

K—Cab Dual Rear SCV B2
Hydraulic Line

L—Cab Dual Rear SCV A1
Hydraulic line

M—Cab Dual Rear SCV A2
Hydraulic Line

N—Power Beyond Tank Return
Hydraulic Line

O—Dual Rear SCV to Power
Beyond Hydraulic Line

Dual Rear, Power Beyond, and Third SCV Hydraulic Lines
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N
—
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D
E
C
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Dual Rear, Power Beyond, and Third SCV Hydraulic (4M OS)

A—Third SCV A3 to Rear
Hydraulic Line

B—Third SCV B3 to Rear
Hydraulic Line

C—SCV Tank - Rockshaft Control
Valve Tank Port Hydraulic
Line

D—Power Beyond Input
Hydraulic Line

E—Rockshaft Control Valve
Power Beyond to SCV IN
Hydraulic Line.

F—Dual Rear to Rockshaft
Hydraulic Line

G—Dual Rear Tank to Rockshaft
Control Valve Hydraulic Line

H—Power Beyond Kit to Dual
Rear Hydraulic Line

I— Power Beyond Tank Return
Hydraulic Line
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Dual Rear, Power Beyond, and Third SCV (4R OS)

A—Third SCV A3 to Fifth Coupler
Hydraulic Line

B—Third SCV Port B3 to Sixth
Coupler Hydraulic Line

C—SCV B2 Third Coupler
Hydraulic Line

D—SCV B1 First Coupler
Hydraulic Line

E—SCV A2 Fourth Coupler
Hydraulic Line

F—SCV A1 Second Coupler
Hydraulic Line

G—Rockshaft Control Valve
Power Beyond SCV IN
Hydraulic Line

H—SCV Tank - Tank Return
Hydraulic Line

I— Dual Rear to Rockshaft
Control Valve Hydraulic Line

J—Dual Rear Tank to Rockshaft
Control Valve Hydraulic Line

K—Power Beyond Kit to Dual
Rear Hydraulic Line

L—Power Beyond Two to Power
Beyond Kit Hydraulic Line

M—Power Beyond Tank Return
Hydraulic Line
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Dual Rear, Power Beyond, Third SCV (4R Cab) (Front Lines)
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A—Third SCV Port A3 to Fifth
Coupler Hydraulic Line

B—Third SCV Port B3 to Sixth
Coupler Hydraulic Line

C—SCV B2 to Third Coupler
Hydraulic Line

D—SCV B1 to First Coupler
Hydraulic Line

E—SCV A2 to Fourth Coupler
Hydraulic Line

F—SCV A1 to Second Coupler
Hydraulic Line

G—PB2 to Power Beyond
Hydraulic Line

H—SCV Tank - Tank Return
Hydraulic Line

I— Rockshaft Control Valve
Power Beyond SCV IN
Hydraulic Line

J—Dual Rear SCV Power Beyond
Hydraulic Line

K—Dual Rear SCV Tank Hydraulic
Line

L—Dual Rear SCV B1 Hydraulic
Line

M—Dual Rear SCV A1 Hydraulic
Line

N—Dual Rear SCV B2 Hydraulic
Line

O—Dual Rear SCV A2 Hydraulic
Line

P—Dual Rear SCV to Power
Beyond Hydraulic Line

Q—Power Beyond Tank Return
Hydraulic Line
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Dual Rear, Power Beyond, Third SCV (4R Cab) (Rear Lines)
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A—SCV B2 to Third Coupler
Hydraulic Line

B—SCV B1 to First Coupler
Hydraulic Line

C—SCV A2 to Fourth Coupler
Hydraulic Line

D—SCV A1 to Second Coupler
Hydraulic Line

E—Third SCV Port B3 to Sixth
Coupler Hydraulic Line

F—Third SCV Port A3 to Fifth
Coupler Hydraulic Line

G—PB2 to Power Beyond
Hydraulic Line

H—SCV Tank - Tank Return
Hydraulic Line

I— Rockshaft Control Valve
Power Beyond SCV IN
Hydraulic Line

J—Dual Rear SCV Power Beyond
Hydraulic Line

K—Dual Rear SCV Tank Hydraulic
Line

L—Dual Rear SCV B1 Hydraulic
Line

M—Dual Rear SCV A1 Hydraulic
Line

N—Dual Rear SCV B2 Hydraulic
Line

O—Dual Rear SCV A2 Hydraulic
Line

P—Dual Rear SCV to Power
Beyond Hydraulic Line

Q—Power Beyond Tank Return
Hydraulic Line
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