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Parts in Kit

Bag of Parts

Assembly

Install Mounting Frames (LX Series Lawn 
Tractors with 2-Wheel Steer)

NOTE:  All LX Series Lawn Tractors with 2-Wheel Steer 
with serial numbers ( - 020000) and lower will need to 
relocate the fuel tank support brackets. Tractors with 
serial numbers (020001 - ) and higher have already had 
the fuel tank support brackets relocated while being 
manufactured.

Move Fuel Tank Support Bracket

1. Remove bolts (A) securing fuel tank support bracket (B) 
to rear frame plate (C). Retain the bolts and nuts.

2. Move support bracket (B) to opposite side of rear frame 
plate (C). Install original bolts. Original nuts (D) go on side 

 Qty.  Description

 1  Receiver Frame

 1  Left & Right Bag Assembly

 1  H - Frame Support

 1  Hopper Top Assembly

 1  Gusset Rod

 1  Upper Chute Assembly

 1  Bagger Pin

 2  Retaining Rods

 1  Bag of Parts

 Qty.  Description

 3  Bolt, M6 x 30

 1  Bolt, M6 x 50

 2  Bolt, M8 x 45

 4  Locknut, M6

 2  Locknut, M8

 1  Locknut, M10

 3  Pin, Spring Locking

 2  Washer, Flat M13x24x2.5

 2  Washer, Flat M10.5x30x2.5

IMPORTANT:  Avoid damage!  Parts packaged inside 
hopper case must be assembled on tractor before 
installing hopper. To avoid scratches to hopper 
case, set it on non-abrasive surface or keep 
protective film on hopper top until all assembly has 
been completed.
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shown, but DO NOT tighten completely.

3. Push bracket tight against fuel tank and tighten nuts (D) 
completely.

Install Frames

1. Align holes in receiver frame (A) with holes in both rear 
frame plates. Insert both retaining rods (B) through holes.

2. Install two M13X24X2.5 flat washers (C) onto rod ends 
and secure with spring locking pins (D).

3. Place H-frame (E) into receiver frame.

4. Align holes in H-frame with holes in receiver frame. 
Install bagger pin (F) and secure with spring locking pin 
(G).

Adjust Bagger Frame Tightness

NOTE:  Preassembled hardware (H) is used to adjust 
the height and angle of the receiver frame.

Bagger pin (F) should be able to be removed and installed 
easily. When bagger pin is installed, H-frame should be 
held in solid.

If necessary, loosen adjusting hardware (H), adjust height 
and angle of reciever frame and tighten adjusting hardware.

Install Mounting Frames (LX Series Lawn 
Tractors with All-Wheel Steer)

NOTE:  Prior to installing the mounting frames, the 
BM19797 ADAPTER KIT must be installed.

1. Install BM19797 ADAPTER KIT.

2. Attach receiver frame to the frame adapter bracket:

• Hook receiver frame slotted adapter plates onto the 
frame adapter bracket.

NOTE:  When installing this bagger bundle on a LX 
tractor with All-Wheel Steer there will be one retaining 
rod (A), one flat washer (B) and one spring locking pin 
(C) that will NOT be used.

• Align holes in receiver frame with holes in frame 
adapter bracket. Insert retaining rod (A) through holes. 

• Install flat washer (B) onto rod end and secure with 
spring locking pin (C).
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3. Place H-frame (D) into receiver frame.

4. Align holes in H-frame with holes in receiver frame. 
Install bagger pin (E) and secure with spring locking pin (F).

Install Hopper

1. Align hopper support tubes (A) with H-frame (B). Set 
hopper assembly onto H-frame.

2. Secure hopper assembly to H-frame with two M8 x 45 
bolts (C) and M8 locknuts (D). Tighten hardware 
completely.

3. Open hopper cover.

4. Remove preassembled hardware (E) from hopper 

center frame support.

5. Put two M10.5 x 30 x 2.5 flat washers (G) onto gusset 
rod.

6. Insert threaded end of gusset rod (F) through hole in 
H-frame. Secure with M10 locknut (H).

7. Align other end of rod with hole in hopper center frame 
support. Reinstall and tighten hardware.

Install Upper Chute

1. Insert upper chute (A) through opening in hopper case. 
Align mounting holes. 

NOTE:  Due to material thickness, it is suggested that 
the M6 x 50 bolt (C) be installed from the inside, with 
the M6 locknut to the outside.

2. Install three M6 x 30 bolts (B) and one M6 x 50 bolt (C).

3. Install M6 locknuts (D) onto bolts. Tighten locknuts until 
upper chute fits snug against hopper case.
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IMPORTANT:  Avoid damage!  Do not overtighten 
locknuts. Excessive torque will cause bolt heads to 
pull through upper chute.
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Install Bags

1. Position left bag under retainer (A) and insert clip (B) 
into groove in hopper center frame support.

2. Position right bag under upper chute (C) and insert clip 
(D) into slot in hopper center frame support.

NOTE:  Cover may be difficult to latch when unit is new. 
If necessary, see Adjusting Hopper Latch in the 
SERVICE section of your bagger Operator’s Manual.

3. Close hopper cover and ensure latch is engaged. 

Install Cut-N-Throw Bagger Chute (7-Bushel 
Rear Bagger System Only)

38-Inch Mower Decks

1. Insert round end of bagger chute (A) into upper chute 

(B) at hopper assembly.

2. Lift up discharge chute at mower deck and fit bagger 
chute opening over mower deck discharge chute. Make 
sure discharge chute is properly hooked at back side of 
discharge opening (C).

3. Adjust retaining strap:

• Place retaining strap (D) over tab (E).

• Slide adjusting hardware (F) against tab (E).

• Tighten adjusting hardware to secure the 
attachment.

4. Slide adjusting hardware (F) against tab (E). Tighten 
adjusting hardware to secure the attachment.

5. Secure rubber strap hook (G) through hole in tab (E).
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42C Mower Decks

1. Insert round end of bagger chute (A) into upper chute 
(B) at hopper assembly.

2. Lift up discharge shield (C) and deflector (D).

3. Fit chute (E) over discharge opening. Make sure lower 
edge of chute is seated completely in lip (F).

4. Place slot in retaining bracket (G) over tab on mower 
deck. Secure front hook (H) through hole in tab.

5. Secure rear hook (I) through hole in mower deck lip.

Prepare Power Flow Chute (7-Bushel Power 
Flow System Only)

Cut Chute to Length

1. Locate the chute cut length dimension for your particular 
tractor model and mower deck size in the table provided:

2. Measure length (A) provided in table from first raised 
ring (B) next to chute handle. Mark the measurement with a 
scribe.

3. Tape around the chute along the edge of the scribe 
mark to provide a straight guideline for cutting the chute.

4. Cut chute to length.
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38-Inch 
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48C 
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Attach the Chute Mounting Strap (For Systems With 48 
QT Blower Assembly Only)

1. Measure 16 cm (6-1/4 in.) (A) from square end of chute. 
Mark this location at top and center of chute with scribe.

2. Drill hole (B) at scribe mark with 5 mm (3/16 in.) drill bit.

3. Attach mounting strap (C) to top of chute with.19 in. x 1-
1/4 in. machine screw (D), 7/32 x 1/2 x.049 in. washers (E), 
and locknut (F).

Attach the Chute Mounting Strap (For Systems With 48 
and 54-Inch Conventional Blower Assembly Only)

1. Measure 32.5 cm (12-3/4 in.) (A) from square end of 
chute. Mark this location at bottom and center of chute with 
scribe.

2. Drill hole (B) at scribe mark with 5 mm (3/16 in.) drill bit.

3. Attach mounting strap (C) to bottom of chute with.19 in. 
x 1-1/4 in. machine screw (D), 7/32 x 1/2 x.049 in. washers 
(E), and locknut (F).

Install Power Flow Chute (7-Bushel Power 
Flow System Only)

1. Insert round end of power flow chute (A) into upper 
chute (B) at hopper assembly.

2. If necessary, hold open exhaust door on blower 
assembly. Slide square end of power flow chute over 
blower outlet.

Picture Note: 48QT Power Flow

3. Secure strap hook (C) through metal loop (D).
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Picture Note: 48 and 54 - Inch Power Flow

Install Rear Lip Section (42-Inch Mowers 
Only)

NOTE:  One rear lip section is provided with bagger 
chute for 42-inch mower decks. Install this lip section 
when bagging to ensure proper performance. It may 
remain installed during side discharge and mulching 
applications if desired. Removal of lip may provide 
more uniform clipping drop if mulching heavy or thick 
stands of grass.

42-Inch Mower Deck

1. Position lip section (A) under right REAR lip of mower 
deck behind discharge chute. 

2. Install one M8 x 20 bolt (B) and M8 locknut (C), but do 
not tighten. 

NOTE:  Be sure washers are positioned inside the 
channel with rounded corners up so they match 
rounded corners of lip. Flat side of washer should be 
on the bottom of deck channel.

3. Install washers (D) on two M8 x 20 bolts (E) and hook 
washers inside rear channel of deck (G). 

4. Position lip over bolts (E) and retain with two M8 
locknuts (F), DO NOT overtighten locknuts. 

5. Tighten locknut (C).

Install Ballast

Install the proper front weight. If necessary, see Install 
Proper Ballast in the PREPARING THE VEHICLE section 
of your bagger Operator’s Manual. 

Inspect Mower Blades

Inspect mower blades:

• Check to make sure unit is equipped with the correct 
mower blades for bagging. If necessary, see your baggers 
Operator’ Manual.

• Check to make sure mower blades are in good condition 
and that the blades are sharp.

• Make sure mower blades are properly installed on the 
spindle and that the attaching hardware is properly 
torqued.
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