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Parts in Kit

MX13334

Prepare Machine

NOTE: This weight box is designed for use on tractors 
with CLICK-N-GO kit. 

Remove any rear-mounted attachment (and 3-point 
hitch links) before installing the weight box.

1. Park machine on a level surface. Lock park brake.

2. Stop engine and remove key.

Install Weight Box

MX13414

1. Release CLICK-N-GO pins (A) on both sides so pins are 
extended.

2. Insert the weight box pin (B) in the outer hole (C) of the 
hitch plate on the machine.

3. Pivot the weight box upward until it latches in the top 
CLICK-N-GO brackets (D) and pins (A) click firmly into 
mounting bracket holes (E).

4. Secure weight box with pull pin (F).

NOTE: The weight box is designed to hold up to ten 
John Deere suitcase weights (not included in kit). The 
weight box may also be used to hold other materials to 
provide necessary ballast.

5. Install weight into the weight box.

Qty. Description

1 Weight Box (A)

1 Pull Pin (B)
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c CAUTION: Avoid injury! To ensure tractor 
stability and operator’s safety, correct weight 
must be used to provide proper ballast for your 
attachment. Please refer to the operator‘s 
manual for the installed attachment for 
necessary ballast information.

Weight Box Approximate Weight

Empty 18 kg (40 lb)

With 1-10 weights 37-209 kg (82-460 lb)

Filled with sand 77 kg (170 lb)
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