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INSTALLATION INSTRUCTIONS

(Includes English, French, German, Spanish and Italian)
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Lawn & Garden machines

LX, GT and 300 Series

54C MULCH KIT
BM20827

Parts in Kit

Park Machine Safely

1. Stop machine on a level surface, not on a slope.

2. Disengage mower blades.

3. Lower attachments to the ground.

4. Lock the park brake.

5. Stop the engine and remove the key.

6. Wait for engine and all moving parts to stop before you 
leave the operator’s seat.

Prepare Machine

1. Remove mower deck. 

2. Set mower deck on a non-abrasive surface with top side 
facing downward.

3. Remove blades from mower deck. Retain all hardware. 
Keep the blades for future side discharge mowing.

4. Remove any kits that may be attached to mower deck.

5. Clean all grass build-up from underside of mower deck.

Install Mulch Plug

1. Position left mulch plug (A) and right mulch plug (B) in 
front section of mower deck as shown. Insert mulch plug 
bolts through the mounting holes in mower deck. 

2. Install and tighten wing nuts onto each mulch plug bolt 
on top side of mower deck to secure plugs to deck.

Qty Description

1 Mulch Plug Right (A)

1 Mulch Plug Left (B)

4 Locking Wing Nut (C)

1 M8x16 mm Carriage Bolt (D)

1 M8 Hex Lock Nut (E)

1 Retaining Bracket (F)

3 Mulching Blades (G)

1 Chute Support Rod (H)

1 Lock Nut, M8 Flanged (I)
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� CAUTION: Avoid injury! 

• Blades are sharp. Wear gloves or wrap cloth 
around blade edges to protect hands during 
blade removal.
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3. Insert retaining bracket (D) into notch (E) at left side of 
mulch plug. Install M8x16 mm carriage bolt (F) through 
bracket and deck lip. Install M8 hex lock nut (G).

Install Mulching Blades

1. Make sure deflector cup (A) is seated properly over 
mower deck spindle.

2. Position mulching blade (B) so raised side is against the 
deflector cup and the sharpened blade edges face the top 
of the mower deck.

3. Install bevel washer (C) onto blade bolt (D) so cupped 
side faces blade.

4. Install bolt and bevel washer to secure the blade. 

5. Tighten bolt to 75 N•m (55 lb-ft). Repeat for other 
blades.

Install Chute Support Rod

NOTE:  Chute support rod is optional, and holds the 
discharge chute up for improved mower deck 
clearance when trimming.

1. Rotate deck to operating position and install deck onto 
machine.

2. Raise deck using machine lift lever.

3. Raise and hold discharge chute (A).

4. Insert threaded end of support rod (B) into mulch plug 
hole.

5. Hold the support rod so loop points toward front of 
machine.

6. Install M8 flanged lock nut (C) onto threaded end of 
support rod (B), making sure loop remains in correct 
position. Tighten nut completely.

IMPORTANT:  Avoid damage! Use only mulching 
blades provided with mulch plug. Other blades can 
destroy mulch plug, damage machine or mower 
deck or result in grass clumping.
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