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Parts in Kit

NOTE: Retain these installation instructions with the 
machine operator’s manual.

Parking Safely

1. Stop vehicle on a level surface, not on a slope.

2. Lock park brake.

3. Stop engine.

4. Remove key.

5. Before you leave the operator’s seat, wait for engine and 
all moving parts to stop.

6. Disconnect the negative battery cable or remove the 
spark plug wire (for gasoline engines) before servicing the 
machine.

Install Splash Guard

1. Raise and secure cargo box.

MX35316

2. Remove the end of the existing vent hose (A) going 
through frame (B).

3. Install the brass barb fitting to one end of the new vent 
hose. 

4. Connect that end of the new vent hose to the open end 
of the existing vent hose.

NOTE: Maintain a gentle downward slope and avoid 
any dips in the hose as it is routed to the attachment 
point with clip (E).

MX35315

5. Route the connected lines (C) to the right side of the 
machine through the holes in the brake pivot plates (D) and 
use clip (E) in the 6.6 mm hole in the cross member to 
attach the vent hose.

Qty. Description

1 Splash Guard, Drive Belt

1 Bolt, Flange Head, M6x20

1 Locknut, M6

5 Screw, Self-Tapping, M6x25

7 Washer

1 Vent Hose

1 Clip

1 Brass Barb Fitting
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6. Raise and safely support rear of machine.
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7. Slide front lip of splash guard into front frame opening 
(F) under left rear side of machine as shown. Secure 
splash guard with five washers and M6x25 self-tapping 
screws (G).

8. Install M6x20 flange head bolt (H) and washer (I) from 
bottom side of splash guard, and another washer and M6 
locknut on the top side (from inside machine frame). 
Tighten hardware until snug, do not overtighten.

9. Lower rear of machine and cargo box.

c CAUTION: Avoid injury!  The machine can fall or 
slip from an unsafe lifting device or supports.

• Use a safe lifting device rated for the load to 
be lifted.

• Lower machine onto jack stands or other 
stable supports and block wheels before 
servicing.
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