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Parts in Kit

NOTE: This spacer kit provides additional clearance 
required when installing chains on some AWS and 
4WS model tractors.

M57291a

NOTE: Retain these installation instructions with the 
machine operator’s manual.

Parking Safely

1. Stop machine on a level surface, not on a slope.

2. Disengage mower blades or any other attachments.

3. Lower attachments to the ground.

4. Lock the park brake.

5. Stop the engine.

6. Remove the key.

7. Wait for engine and all moving parts to stop before you 
leave the operator’s seat.

8. Close fuel shut-off valve, if your machine is equipped.

9. Disconnect the negative battery cable or remove the 
spark plug wire(s) (for gasoline engines) before servicing 
the machine.

Install Wheel Spacer Kit

1. Place blocks in front and back of front wheels. Lift rear 
wheels off the ground with safe lifting device.

M57292

2. Remove, but do not discard, five wheel bolts (A) and 
wheel on each side of machine.

M57293, M57293a

3. Install wheel spacer (B) on hub and secure with 7/16x1-
1/4 bolts (C).

• Secure with five 7/16x1-1/4 bolts.

Qty. Description

2 Wheel Spacer (A)

10 Bolt, 7/16x1-1/4 in (B)
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c CAUTION: Avoid injury!  The machine can fall or 
slip from an unsafe lifting device or supports.

• Use a safe lifting device rated for the load to 
be lifted.

• Lower machine onto jack stands or other 
stable supports and block wheels before 
servicing.

IMPORTANT: Avoid damage! Remove wheel spacers 
before installing on machines with 54 inch mowers. 
The gage wheel can rub tire and cause damage.

A

C

B

C

B

D

John Deere Worldwide Consumer & Commercial Equipment Division
Litho in U.S.A. English - 1 M158715 C8 (3/11/08)



• For 425 AWS with stud welded on inside of wheel, 
secure with four 7/16x1-1/4 bolts. Fifth hole (D) is for the 
welded wheel stud.

4. Tighten bolts to 65 lb-ft (88 N•m).

MX57295a

5. Install wheel on spacer. Secure with five wheel bolts (D). 

6. Tighten wheel bolts to 65 lb-ft (88 N•m).

7. Lower machine and remove blocks from front wheels.
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