
Product Services Information
INSTALLATION INSTRUCTIONS

(Includes English, French, German, Spanish and Italian)
 M158615

K9

Gator Util ity Vehicle

TX, TX Turf

HOMOLOGATION KIT
Litho in U.S.A.

BM22749

Grease

NOTE: A suitable dielectric grease must be applied 
when installing this kit. You can purchase MPG2 
grease from your local John Deere dealer.

Parts in Kit

Electrical Wiring and Switches

MX36863

Headlight Assemblies

Rear Signal Light Assembly

Reflector

Qty. Description

1 Wiring Harness (A)

A

B

C

A

C D E
F

B

G
H I J K

1 Switch, Turn Signal (B)

1 Switch, Light (C)

1 Label, Light Switch (D)

1 Switch, Hazard (E)

1 Flasher, Turn Signal (F)

1 Switch, Horn (G)

1 Cover, Horn Switch (H)

1 Switch, Brake (I)

1 Boot, Brake Switch (J)

1 Relay (K)

2 Bolt, M5x20

2 Locknut, M5

20 Tie Strap

1 Washer, Flat M5.3

1 Bulb

Qty. Description

2 Headlight

2 Plate

6 Screw, Self-tapping

6 Spring

6 Expansion Nut

Qty. Description

2 Light Assembly, Rear Signal

Qty. Description

2 Reflector, Rear Signal Light

Qty. Description
John Deere Worldwide Consumer & Commercial Equipment Division
Litho in U.S.A. English - 1 M158615 K9 (1/11/10)



License Plate Assembly

Horn Assembly

Front Hitch Assembly

Seat Pivot Adapter

Turn Signal/Flasher Assemblies (Front)

Miscellaneous Parts

NOTE: Retain these installation instructions with your 
machine operator’s manual.

Parking Safely

1. Stop vehicle on a level surface, not on a slope.

2. Lock park brake.

3. Stop engine.

4. Remove key.

5. Before you leave the operator’s seat, wait for engine and 
all moving parts to stop.

6. Disconnect the negative battery cable or remove the 
spark plug wire (for gasoline engines) before servicing the 
machine.

Install Rear Light Assemblies

1. Lower tailgate.

Qty. Description

2
Light Assembly, License Plate (includes 
mounting hardware)

1 Bracket, License Plate

1
Kit, Trailer Connector (includes rubber 
gasket)

2 Screw, Self Tapping, M8x20

3 Capscrew, M5x30

3 Locknut, M5

Qty. Description

1 Bracket, Horn

1 Nut, Flange, M8

1
Horn and Horn Mounting Strap (includes M8 
nut)

1 Capscrew, M8x20

Qty. Description

1 Plate, Welded Mount

1 Hitch, Front

1 Pin, Hitch

4 Bolt, M12x35

4 Locknut, M12

Qty. Description

1 Bracket, Stop

4 Bolt, M8x30

3 Square Nut, M8

4 Washer, Metallic

4 Wingnut

8 Spacer, 16 mm Length

4 Locknut, M8

1 Plate, Seat

4 Bolt, M8x55 (use with two spacers)

4 Bolt, M8x40 (use with one spacer)

Qty. Description

1 Front Signal Light, Left

1 Front Signal Light, Right

4
Washers and Nuts
(Included in Front Signal Light Assembly)

Qty. Description

4 Rivet, Blind

1 Plate, Homologated Serial Number

Qty. Description
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MX43452

2. Remove screws (A) and reflector or tail light (B).

MX43451

3. Guide end (C) of rear wiring harness through indented 
area (D) at bottom of cargo box side panel.

4. Slide remaining harness wires (E) and rear light 
assembly (F) down into indented area.

MX27364

5. Guide end (C) of rear wiring harness around L-bracket 
(G), and route through cargo box slots (H) to back of 
machine frame area.

MX27365

6. Push harness into groove (I) in bottom of side panel 
between metal bracket and panel.
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MX43452

7. Install rear light assembly into position with two screws 
(A) removed earlier.

8. Repeat procedure for opposite side assembly.

Install Headlights

NOTE: Wiring connections will be made later, after 
wiring harness installation.

1. Remove hood.

MX36847

2. Unplug light harness from headlight and remove three 
screws (A) from behind the frame from standard left side 
headlight assembly. Discard headlight but retain screws. 
Repeat on the other side.

MX36868

3. The round holes (B) are for attaching the headlight to 
the plate (C) and the square holes are for the expansion 
nuts (D).

4. Install expansion nuts (D) onto plate (C), as shown.

NOTE: Each homologated headlight assembly is 
supplied with springs for installation and aiming 
adjustment.

MX36848

5. Install the plate (C) to the headlight (E), using screws 
(A) removed earlier, through round holes and into the 
headlight. Tighten hardware.

MX36836

6. Place springs (F) (supplied with headlights) between the 
light plate and vehicle frame.

7. Install the three self-tapping screws (G) from the inside 
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of frame through frame, spring, light plate, and into the 
expansion nuts (D). Use a short phillips screwdriver to 
tighten, but do not over tighten.

8. Repeat procedure for other side. (See “Test Component 
Operation and Complete Installation” for final adjustment 
procedures.)

Install License Plate Assembly

NOTE: Wiring connections will be made later, after 
wiring harness installation.

MX44422

1. Install two license plate light assemblies (A) onto the 
license plate bracket (B), with lens facing down. Secure 
with two washers and nuts provided with light.

2. Install the Trailer Connector Kit (C) onto the bracket (B), 
where shown with the pivot hinge for the connector at the 
top. Place included rubber gasket between the trailer 
connector and the bracket. Secure with three M5x30 
capscrews and M5 locknuts.

MX44786

Picture Note: TX shown.

3. Raise cargo box, and measure across frame (D). Mark 
centerpoint (E) of rear frame using a pencil.

MX44787

Picture Note: TX shown.

4. Place license plate bracket (F) onto rear frame. Align 
hole (G) in holder with mark on rear frame.

5. Push license plate bracket forward keeping the front 
edge parallel with front edge of rear frame.

6. Mark drill holes (H) on rear frame. Remove license plate 
bracket.

7. Center punch and drill two 6.6 mm (17/64 in.) holes at 
locations (H).

MX44788

Picture Note: TX shown.

8. Install license plate bracket, and align mounting holes. 
Install two self-tapping screws (I) to secure license plate 
bracket to vehicle.

Install Adjustable Seat Base Components

NOTE: Must order Seat Kit for seat base components 
to be installed.

1. Remove four M8x16 bolts securing standard operator’s 
seat. Remove seat and retain bolts.
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MX36717

2. Place three M8x30 bolts (A) in a vise, and install three 
M8 square nuts (B). Tighten nuts onto bolts to 25 N•m (18 
lb-ft).

3. Place stop bracket (C) in a vise, and install one M8x30 
bolt (A) through the top of stop bracket (with tab on stop 
bracket facing upward and bolt threads downward). Tighten 
bolt to 25 N•m (18 lb-ft).

MX36522

4. Install seat plate (D) to seat pivot (E), with extra hole (F) 
toward the inside, and outside holes aligned with slotted 
holes (G), as shown. Secure with four M8x16 bolts (H) (just 
removed) and M8 locknuts.

MX36523

Picture Note: Left front shown.

5. Lift on lever in front of new seat, and slide off the bottom 
seat rails (I) from the bottom of the seat assembly.

6. Install the bottom seat rails (I) on the seat plate (D): 
secure three corners (except front right corner (J)) with an 
M8x30 bolt (A) installed from the top (with the M8 square 
nut (B)), through bottom seat rail, and washer (K). Secure 
assembly from bottom loosely with a wingnut (L). Do not 
tighten wingnuts at this time.

NOTE: The stop bracket (C) is located on right front of 
seat pivot adapter.

MX36524

7. Install the stop bracket (C) (along with M8x30 bolt (A)) to 
the front right corner of bottom seat rail (I), as shown. Install 
washer (K), and secure bottom loosely with a wingnut (L). 
Do not tighten wingnut.

MX36525

MX36865

8. Remove right front seat bolt (M) and nut from bottom of 
adjustable seat assembly.
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9. Lift on lever (N), and slide the rails (O) attached to the 
bottom of the seat to the rails attached to the seat plate.

10.Lift up on lever (N), and move seat to the front, just 
enough to gain access to front right seat bolt hole. Install 
right front seat bolt (M), with nut on the bottom.

11.Tighten all four wingnuts (L).

Seat Height Adjustment

To provide height adjustment options for the driver seat 
assembly, a seat pivot adapter plate, eight spacers and 
seat mounting bolts are provided. The additional parts do 
not have to be installed unless seat height adjustment is 
necessary.

If height adjustment is necessary, the seat pivot adapter 
plate and either one spacer or two spacers stacked and 
seat bolts will need to be installed.

MX36525

1. Lift lever (A), and slide driver’s seat to the front, just 
enough to gain access to right front seat bolt (B). Remove 
right front seat bolt (B) and nut from bottom of seat 
assembly.

2. Lift lever (A), and slide the driver’s seat rearward and off 
of the bottom rails. 

NOTE: The front bolt on the right rail will have a seat 
stop bracket to remove instead of the square nut.

MX36524

3. Remove the wingnut (C), the M8x30 bolt (D) and square 
nut (E) (or stop bracket (F)) and washer (G) from each 
corner of the bottom rails (H). 

4. Remove square nut and stop bracket from each bolt.

5. Install the square nuts (and one stop bracket) on the 
longer bolts that are intended to be used (see next steps in 
this procedure). Secure each bolt in a vise, and tighten 
square nut and stop bracket on bolt to 25 N•m (18 lb-ft). 
Save the washers and bolts removed for future use.

MX36526

Picture Note: One spacer (I) shown.

6. Replace the washer for either one small spacer 16 mm 
(I) or two 16 mm spacers stacked on top of each other, 
depending on the height desired for the seat, under the 
bottom rail (H):

• To position the seat to the medium setting, secure 
rails to seat plate with four M8x40 bolts (J), square nut 
or stop bracket (F), small 16 mm spacers (I), and 
wingnut (C).

• To position the seat to the high setting, secure rails to 
seat plate with four M8x55 bolts, two 16 mm spacers 
stacked, and wingnuts.
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MX36525

7. Lift up on lever (A), and install seat.

8. Lift up on lever (A), and slide seat to the front, just 
enough to gain access to front right seat bolt hole. Install 
right front seat bolt (B), with nut on the bottom.

9. Tighten wingnuts (C).

Adjusting Operator Seat

MX36873

1. Lift lever (A) and move seat forward or backward.

Install Brake Switch

NOTE: You must identify the holes in frame bracket to 
determine which brake switch installation to use. If you 
have round holes, use the round hole installation. If 
you have square holes, use the square hole 
installation.

Round Hole Installation

1. Remove hood.

NOTE: Wiring connections will be made later, after 
wiring harness installation.

MX33803

2. Place rubber boot (A) on brake switch (B) if not already 
installed.

3. Position brake switch (B) to align round brake switch 
holes with holes in frame bracket (C), and in front of brake 
assembly lever (D), as shown. Secure with two M5x20 bolts 
and M5 locknuts (E).

4. Press and release brake pedal several times to ensure 
brake switch opens and closes with brake pedal motion.

Square Hole Installation

1. Remove hood.

NOTE: Wiring connections will be made later, after 
wiring harness installation.

MX43462

2. Place switch boot (A) on brake switch (B) if not already 
installed.

3. Locate brake pedal arm (C).

4. Position brake switch on frame next to brake pedal arm. 
Install two plastic inserts and screws (D) in pre-drilled 
square holes.

5. Press and release brake pedal several times to ensure 
brake switch opens and closes with brake pedal motion.
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Install Reflectors

MX44429

1. Install reflector (A) with foam wedge (B) notch (C) at the 
top. Rotate reflector until the raised “TOP” letters (D) on 
reflector are at the top. 

2. Tighten screw (E) to secure position.

3. Repeat on opposite side of cargo box.

Install Front Hitch Assembly

Standard Installation (Without Bumper)

NOTE: The welded mount plate (A) must be installed 
between the front hitch assembly and the machine 
bumper support to provide clearance for installation 
and removal of the hitch pin (F).

MX36832

1. Install the welded mount plate (A) to the bumper support 
(B) in upper mounting holes, and secure with two M12x35 
bolts (C) and M12 locknuts. Do not tighten.

2. Install the front hitch (D) on the welded mount plate (A) 
using M12x35 bolts (C) and M12 locknuts. Tighten 
hardware to 95 N•m (70 lb-ft).

3. Rotate clip (E) on end of hitch pin (F) parallel with hitch 
pin and insert pin into front hitch, turning clip perpendicular 
when fully inserted, as shown, to lock.

Installation (With Bumper)

MX36870

1. Install the front hitch (D) on the welded mount plate (A) 
using M12x35 bolt (C), and secure to plate with M12 
locknut, on both sides. Tighten hardware to 95 N•m (70 lb-
ft).

2. Install hitch tube (G) into receiver hitch on vehicle, and 
use a cross pin to secure hitch to vehicle.

Install Horn Assembly

NOTE: Wiring connections will be made later, after 
wiring harness installation.

MX36716

1. Assemble horn bracket (A) to horn mounting strap (B). 
Curved edge (C) of bracket should face to the rear. Secure 
the horn bracket to the horn mounting strap with M8x20 
capscrew (D) and M8 flange nut (E). Do not tighten 
hardware.
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MX36837

2. Locate, remove and retain the left fender self-tapping 
screw (F).

MX36719

3. Install the horn assembly (G) to the front left fender 
using the self-tapping screw (F) just removed. Tighten all 
hardware.

Install Front Signal Lights

Install Front Signal Light (Units Without Cab)

NOTE: Rear drilling feature hole (C) is used for the 
front cab mount (optional kit).

MX33763

Picture Note: View from below left front fender. 
Fender shown removed for better view.

1. Locate four molded-in drilling features at the underside 
of the fender, shown above. 

2. Drill a 8mm (5/16 in.) hole in the two outside drilling 
features (A).

3. Drill a 32mm (1-1/4 in.) hole in the center drilling feature 
(B).

4. Debur the drilled holes.

5. Locate and determine right and left side front signal 
lights for proper placement on fenders.

MX33804

Picture Note: Right front shown.

6.  Guide wiring harness (D) on front signal light through 
center hole (E) and install light bolts on bottom of fender 
with oversized washers and nuts (included in light 
assembly).

7. Repeat procedure for opposite side.

Install Front Signal Light (Units With Cab)

MX27329

1. Mark a center hole (A) at a point 120mm (4.75 in.) (B) 
and 40mm (1.5 in.) (C) at a 90 degree angle from the 
fender ridge.

2. Mark a point (D), 78mm (3 in.) (E) and 50mm (2 in.) (F) 
at a 90 degree angle from the fender ridge.

3. Draw a straight line (G) from point (D) through the center 
hole (A). 
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MX27329

4. Locate two other hole drill points along the line (G), 
43mm (1.7 in.) (H) on both sides of the center hole (A).

5. Drill a 8mm (5/16 in.) hole in the two outer marked 
holes. 

6. Drill a 32mm (1-1/4 in.) hole in the center hole (A).

7. Debur the drilled holes.

8. Locate and determine right and left side front signal 
lights for proper placement on fenders.

MX38428

9.  Guide wiring harness (I) on driver’s side signal light 
through center hole (A) and secure light bolts on bottom of 
fender with oversized washers and nuts (included in light 
assembly).

10.Repeat procedure for opposite side.

Route Wiring

1. Pull front signal harness from wheel well to hood 
compartment through small opening in frame. Repeat wire 
routing procedure on opposite side.

Install Side Mirror Assembly

NOTE: Instructions for side mirror assemblies are 
included in the Exterior Mirror Kit instruction sheet. 
This additional bracket and hardware should be 
installed for added support.

MX38438

1. Remove M6x20 bolts (A) and M6 locknuts securing 
driver’s side mirror/pivot bracket assembly (B) to front side 
of bracket (C). Retain hardware.

MX44769

2. Install support plate (D) onto driver’s side mirror/pivot 
bracket assembly (B) and bracket (C) with M6x20 bolts (A) 
and M6 locknuts (just removed).

3. Mark and drill 8.4 mm (21/64 in.) hole (E) in fender (F).

4. Secure support plate to fender with M8x20 flange bolt 
(G), with M8 flange locknut under fender.

5. Repeat on opposite side of machine.

IMPORTANT: Avoid damage! Pull excess harness 
from wheel well opening and secure under the hood 
area.

A
G

H
H

E

I

A

B

C

D

G

C
A

B

E

F

11 M158615 K9



Install Console Switches 

NOTE: With hood removed, switches are visible and 
accessible for wiring connection after homologated 
wiring harness is installed.

MX37464

1. Remove two switch plates from locations (A) on dash.

2. Use a 16 mm (5/8 in.) drill bit, and drill out the circular 
embossed area (B) (to the left of the light switch).

MX36528

3. Apply light switch label (C). Remove old light switch, and 
install new install light switch (D) and hazard switch (E), as 
shown.

4. Apply a small amount of anti-seize compound to 
threads, and install horn switch (F) into hole from behind 
panel. Secure with switch cover.

NOTE: Turn signal switch should not be fully inserted 
to engage locking tabs until after wiring connections 
are made in a later step and proper switch position is 
confirmed.

5. Install turn signal switch (G) partway into mounting hole 
at left side of steering column.

Prepare for Homologated Wiring Harness 
Installation

NOTE: It may be easier to remove seats and seat base 
cover in order to access some connectors on the 
wiring harness.

1. Raise and lock cargo box.

MX33873

2. Locate service access panel (A) under passenger seat. 
Pull back on latch (B), and remove panel.

3. Remove front hood (if not already removed) and skid 
panel.

4. Spread out homologated wiring harness on the floor to 
identify components and position before beginning harness 
installation.
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Homologated Wiring Harness Component Location (Front Half)

MX36720

Picture Note: Shown from left rear

A - Horn - wires yellow, brown
B - Left Headlight Connector - wires Brown, Gray
C - Left Turn Lamp - wires Black, Blue, Brown
D - Fuse Block
E - Front Power Connector, Male (Unswitched 

Power) - Red, Black wires
F - Front Power Connector, Female (Unswitched 

Power) - Red, Black wires
G - Attachments Connector, Female (Switched 

Power) - wires (2) Yellow, (1) Brown
H - Attachments Connector, Male (Switched Power) 

- Yellow, Brown wires
I - Turn Signal/Flasher - wires (2) Red, (1) White, 

(1) Pink, (1) Brown
J - Service Brake Switch - wires (2) Yellow
K - Right Headlight Connector - wires Brown, 

White

L - Right Turn Lamp - wires Black, Green, Brown
M - Headlight Switch - wires white, red, black
N - Horn Switch - wires (2) Yellow
O - Relay for Bulb Integrity Indicator Light - wires 

(4) Brown, (1) Pink
P - Diode
Q - Bulb Integrity Indicator Light - wires Red, 

Brown
R - Hazard/Flasher Switch - wires (2) Green, (3) 

White, (1) Brown, (1) Blue
S - Turn Signal Switch - wires (2) Green, (2) White, 

(2) Blue, (1) Brown
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Homologated Wiring Harness Component Location (Rear Half)

MX44421

Picture Note: Shown from left rear

A - Park Brake Switch - Pink, Yellow wires
B - Park Brake plug to Main Harness- Pink, Yellow 

wires
C - Diode
D - Ground Terminal (Battery) - Brown wire 

(For TX and TX Turf Only)
E - Right Signal Light Connector - (1) Brown, (2) 

Green, (2) Yellow, (2) Black wires
F - License Plate Light Connector - (1) Brown, (2) 

Black wires
G - Trailer Harness Connector - Black, Blue wires
H - Trailer Harness Connector - Yellow wire

I - Trailer Harness Connector - Black, Brown, 
Green wires

J - Left Rear Signal Light Connector - (2) Blue, (1) 
Brown, (2) Black, (2) Yellow wires

K - Auxiliary Connector - (2) Gray wires
L - Ground Wire - (1) Black Wire (For TH 6X4 Diesel 

Only)
M - Ground Wire - (1) Brown Wire (For TE Only)

Install Homologated Wiring Harness (Front 
Half)

NOTE: Apply supplied MPG2 grease to all wiring 
connectors during installation process.
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References to male or female connectors describe 
connector housings, not connector terminals.

1. Start with harness inside the firewall.

MX36838

2. Route the rear end of the harness through the center 
brace opening (A) just under the brake fluid reservoir (B).

MX36839

3. Follow the main wiring harness (C) down the center and 
install the end of the harness into the tunnel (D) towards 
the rear of the vehicle.

MX36840

4. Remove the existing fuse block (E), retain hardware (F). 

MX36841

MX36842

5. Assemble the homologated fuse block (G) to the bottom 
of existing fuse block (E) by sliding the two blocks together. 
Install assembled fuse blocks using hardware (F) just 
removed. Tighten hardware.

MX36529

6. One branch of the front harness will include connectors 
for the instrument panel proximity of the vehicle. Follow the 
main harness along left support tube to the instrument 
panel, and spread the connectors along the back of the 
instrument panel.

a. Connect wiring plug (H) to turn signal switch at left 
side of steering column. Do not fully insert switch into 
console until proper switch position is confirmed.

b. Route remaining wiring bundle with switch 
connectors to the hazard switch (I), integrity bulb (J), 
horn switch (K) and light switch (L). 

c. Connect wiring plug with black, white, and red wires 
to light switch (L) and remaining wiring plug to hazard 
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switch (I). 

d. Connect female push-on connectors to horn switch 
(K). The horn switch connectors (both wires yellow) can 
be attached to either terminal on switch.

MX36861

7. Connect the appropriate plug connector on one side of 
the vehicle to the headlight (M) and connector (N) to the 
turn lamp.

8. Secure excess turn lamp wiring to frame member above 
lights using tie strap and existing hole in frame member.

9. Repeat procedure to route and connect opposite side 
front lights wiring bundle and connectors.

10.Confirm that wiring plug is properly connected to turn 
signal/hazard flasher (O).

11.Install the turn signal/hazard flasher (O) to the right side 
of the left headlight on the inside front frame with M5x20 
bolt and M5 locknut.

MX36853

12.Route the horn wiring bundle (yellow and brown wires 
with push-on terminals) (P) from the front frame 
crossmember down behind the front bumper to the horn. 
Connect the two push-on terminals (P) to the spade 
connectors on the horn, in either combination.

MX43462

13.Plug brake switch connector (connector “J” on front half 
wiring harness component location graphic) into brake 
switch (Q).

MX36862

14.Install the relay (R) on the center frame below the brake 
switch and secure with M5x20 bolt, M5.3 washer and M5 
locknut on the opposite side. Install the relay connector (S) 
to the relay.

NOTE: Switched power connectors have yellow and 
brown wires. A male switched power connector (T) is 
provided on the homologated wiring harness for daisy 
chain attachment of an additional accessory or 
attachment, if needed.

MX36857

Picture Note: Parts shown removed for better view.

15.Connect female switched power connector (U) on 
homologated harness to male switched power connector 
on machine harness.
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NOTE: Unswitched power connectors have red and 
black wires. A male unswitched power connector (V) is 
provided on the homologated wiring harness for 
connection of an additional accessory or attachment, if 
needed.

16.Connect female unswitched power connector (W) on 
homologated harness to male unswitched power connector 
on machine harness.

17.Secure harness wiring bundles as needed with tie 
straps.

Install Homologated Wiring Harness (Rear 
Half)

Rear half of homologated wiring harness is routed down 
and into the tunnel area. 

NOTE: Apply supplied MPG2 grease to all wiring 
connectors during installation process.

References to male or female connectors describe 
connector housings, not connector terminals.

MX44421

Picture Note: Harness shown removed for better 
view.

1. Locate the end of homologated harness (A) and route it 
from the tunnel and into the area by the shifters and park 
brake, following the machine wiring harness back to the 
cargo box area. 

2. Secure with tie straps, as necessary, to keep harness 

away from any moving components and springs.

NOTE: In order to easily access park brake connectors 
on the wiring harness, you may want to remove seats 
and seat base cover.

3. Disconnect the existing connector (with the pink and 
yellow wires) with the connector from the park brake switch. 
Connect this to the female connector (B) (with the pink and 
yellow wires) on the homologated wiring bundle, and 
connect the remaining male connector (C) on the 
homologated bundle back to the park brake switch.

4. Continue routing the homologated harness (A) along the 
path of the machine main harness at the rear of the battery 
compartment. 

5. The ground wire will remain in the battery compartment, 
and the rest of the harness will continue to the rear of the 
vehicle:

• TX Gator: The ground wire with a single ring terminal 
(D) from the homologated harness will remain in the 
battery compartment.

• TE Gator: The ground wire with connector (E) from 
the homologated harness will remain in the battery 
compartment.

6. Route the homologated harness (A) along the right side 
frame with the machine harness. When the machine 
harness goes over to the engine, continue routing the 
homologated harness down the right side frame to the right 
rear shock absorber mount.

7. Secure the right side of the homologation harness (A) 
with a tie strap to the main harness.

NOTE: If another accessory harness with rosebud clips 
is installed, the holes at the rear of the cargo box may 
be occupied. In this case, secure the homologation 
harness to the existing harness with tie straps.

8. Complete routing the harness back to and across the 
cargo box, securing with three rosebud clips (F).

MX36855

Picture Note: Left signal light connection shown.

9. Connect wiring plugs to right and left rear signal lights 
(G), trailer connector and license plate light. The wires for 
the license plate light connector are tagged and labeled for 
identification to avoid confusion with a trailer connector.

IMPORTANT: Avoid damage! Be certain that wiring is 
away from park brake, gear shift lever, and any other 
moving components before using tie straps to 
secure harness.
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10.Install seat base cover (if removed). Installation is the 
reverse of removal.

11.Install knob on differential lock lever, if removed. 
Installation is the reverse of removal.

12.Install seats. Installation is the reverse of removal.

13.Lower cargo box.

14.Install hood and skid panel.

15.Connect negative (-) battery cable:

• TX Gator: Connect the ground wire with a single ring 
terminal from the homologated terminal along with the 
negative (-) battery cable.

• TE Gator: Connect the ground wire with connector to 
mating machine connector and secure negative (-) 
battery cable to battery.

16.Install service access panel (under passenger’s seat). 
Installation is the reverse of removal.

Stamp and Install Serial Number Plate

1. Locate and copy the 13 digit Product Identification 
Number on the machine.

MX36856

2. Set the homologated serial number plate (A) on a 
suitable surface and stamp the complete Product 
Identification Number on the plate in the blank space (B) to 
the right of ID.NR.

MX36872

3. Measure 50 mm (2.0 in.) (C) from front, and 15 mm (0.6 
in.) (D) from above the right side of the footdeck, and 
position the homologated serial number plate (A), as 
shown.

4. Using the serial number plate as a template, mark the 
location of the four mounting holes (E).

5. Center punch and drill the holes to 5 mm (3/16 in.), then 
secure the serial number plate with four blind rivets.

Test Component Operation and Complete 
Installation

1. Confirm that key switch is in STOP position.

2. Test electrical component operation. 

a. The turn signal switch, light switch and hazard 
warning switch should activate the respective 
components with the ignition switch in STOP position.

b. The horn and brake lights should not activate with the 
ignition switch in STOP position.

3. Turn key switch to run position, but do not start the 
machine.

4. Check brake switch adjustment.

a. Press and release brake pedal several times to 
ensure that brake switch opens and closes with brake 
pedal motion. Reposition switch as necessary.

5. Test electrical component operation. All components 
should function. Turn key switch to STOP position.

6. Push turn signal rocker switch to the left. Check to see 
which signal lights are flashing. 

A

B

IMPORTANT: Avoid damage! The holes for the serial 
number plate will be drilled in the area of the battery 
compartment. Place a block of wood behind the area 
where the holes will be drilled, or drill only as deep 
as necessary to prevent accidental damage to 
battery or other components.
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a. If left side lights are flashing, push turn signal switch 
firmly into mounting hole to lock position, then turn off 
switch.

b. If right side lights are flashing, rotate switch to proper 
position, then push firmly in to mounting hole. Turn off 
switch.

Integrity Indicator Lights

MX36528

The turn signal switch (A) contains light bulbs inside 
designed to inform the operator of the functional status of 
the front and rear signal lights on the machine.

The dash indicator light (B) is designed to inform the 
operator of the functional status of the machine, and trailer 
signal lights, if a trailer is connected. If three or more lights 
are flashing, the dash light should also flash, along with the 
switch light.

The turn signal switch and dash indicator light is meant to 
check for turn signal operation. When hazard switch is 
activated both switch and dash lights will illuminate. With a 
trailer attached, proper operation is indicated by the dash 
light flashing when either turn signal is activated. If only no 
indicator light is flashing, check the machine and trailer 
lights to see which light is not functioning and repair as 
necessary.

Without a trailer attached, proper operation is indicated by 
the switch light flashing when either turn signal is activated. 
If the switch light is not flashing, check the machine to see 
which light is not functioning and repair as necessary.

Adjust and Aim Headlights:

NOTE: Have the driver and/or the equivalent weight, as 
well as any optional equipment, on the machine prior 
to aiming headlights.

1. Position machine so it is on a level surface facing a flat, 
vertical surface such as a wall. Move the machine as close 
as possible to this surface.

MX36867

2. Draw or mark a vertical line (A) on the wall 
corresponding to the centerline of the machine.

3. Move the machine straight back from the wall until the 
headlights are 7.62 m (25 ft) from the wall.

4. Measure the distance (B) from the ground to the 
geometric center of one of the headlight lenses.

5. Measure the distance (C) from the geometric center of 
the headlight to the machine centerline.

mif

6. Draw or mark a horizontal line (D) on the wall exactly 
76.2 mm (3 in.) lower than measurement (B), and long 
enough to extend past the centerlines of the two 
headlights.

7. Draw or mark vertical lines (E) on the wall to the right 
and left of the machine centerline (A) at the distance (C) 
measured earlier to the centerline of each headlight.

8.  Turn the headlight switch to the full on position.
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Picture Note: Right headlight shown.

mif

Picture Note: Left headlight shown.

9. By turning the two lower headlight screws, adjust the 
vertical aim of the headlight so the top horizontal cutoff (F) 
of each beam pattern is located along the horizontal line 
(D) drawn on the wall.

10.By turning the upper headlight screw, adjust the 
horizontal aim of the beams so the corner (G) (where the 
top cutoff of the beam pattern begins to slope upwards) is 
located at the vertical marks (E).
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