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Parts in Kit

Parking Safely

1. Stop machine on a level surface, not on a slope.

2. Disengage mower blades.

3. Move motion control levers out to the Start/Shutdown 
position.

4. Lock the park brake.

5. Stop the engine.

6. Remove the key.

7. Wait for engine and all moving parts to stop before you 
leave the operator’s seat.

8. Disconnect the negative battery cable or remove the 
spark plug wire (for gasoline engines) before servicing the 
machine.

Install Foot Lift Kit

1. Park machine on a level surface.

2. Place wood block under left side of mower deck, and 
lower deck to ground.

3. Remove locking clip (C) and pin (D) from draft arm (E).
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4. On left side of machine, remove spring locking pin (A) 
and pin (B). 

5. Rotate draft arm (E) to remove from trunnion (F).
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6. Install new draft arm (G) by rotating and installing on 
trunnion (F).

7. Secure to mower deck bracket with pin (D) locking clip 
(C), removed earlier.

8. Secure to machine frame bracket using pin (B) and 
spring locking pin (A), removed earlier.

Qty. Description

1 Pedal Assembly, Lift

1 Draft Arm

1 Link, Lift

1 Locking Clip

2 Bolt, M8

2 Nut, M8
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9. Raise mower deck, and install lift link (H) in top slotted 
hole in new draft arm (G).

10.Lower deck and rotate opposite end of lift link (H) 
downward to connect to front bracket (I). Secure front with 
locking clip (J).

NOTE: Pedal can be adjusted into two upper and lower 
holes (O) in lift pedal depending upon operator height 
and comfort level.

MX41661, MX41663

11.On the right side of machine, install lift pedal assembly 
(K) to right side lift bracket (L) using M8 bolts and M8 nuts 
(M) as shown. Install pedal in center hole (N) in lift pedal 
assembly (K).

12.Check operation of lift pedal, and adjust as necessary.

NOTE: Left side of mower deck may need to be 
adjusted slightly lower after the lift pedal assembly has 

been installed.

13.Level deck. (See your Operator’s Manual for deck 
leveling procedure.)
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