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Parts in Kit

NOTE: Retain these installation instructions with the 
machine operator’s manual.

Parking Safely

1. Stop vehicle on a level surface, not on a slope.

2. Lock park brake.

3. Stop engine.

4. Remove key.

5. Before you leave the operator’s seat, wait for engine 
and all moving parts to stop.

6. Disconnect the negative battery cable or remove the 
spark plug wire (for gasoline engines) before servicing the 
machine.

Install Kit

NOTE: Muffler inlet is a slip-fit over the engine exhaust 
pipe, and is not clamped or otherwise secured. 
Removal of muffler bracket hardware is all that is 
required to remove muffler assembly.

Muffler inlet pipe has a heat shield installed over it. Do 
not remove heat shield.

MX27763

1. Remove bolts and locknuts (A) securing original 
equipment muffler mounting bracket on vehicle frame, and 
remove muffler (B).

MX27764

2. Slip the new muffler inlet pipe (C) over the vehicle 
exhaust pipe, and install with two bolts and locknuts (D).

Qty. Description

1 Muffler

2 Bolt

2 Locknut

c CAUTION: Avoid injury!  Touching hot surfaces 
can burn skin. The engine, components, and 
fluids will be hot if the engine has been 
running. Allow the engine to cool before 
servicing or working near the engine and 
components.
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