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NOTE: Retain these installation instructions with your 
machine operator’s manual.

Parking Safely

1. Stop machine on a level surface, not on a slope.

2. Disengage mower blades or any other attachments.

3. Lower attachments to the ground.

4. Lock the park brake.

5. Stop the engine.

6. Remove the key.

7. Wait for engine and all moving parts to stop before you 
leave the operator’s seat.

8. Close fuel shut-off valve, if your machine is equipped.

9. Disconnect the negative battery cable or remove the 
spark plug wire(s) (for gasoline engines) before servicing 
the machine.

Install Grooved Roller Scraper (QA-5 Cutting 
Units)

1. Park machine safely. (See Parking Safely above.)

NOTE: Procedure below covers 18 in. and 22 in. roller 
installation. If installing on 22 in. rollers (BM23002, 
BM18556, and BM18680), follow instructions in those 
kits for installing scraper sections to scraper bracket. 
Then skip to step 6 for remaining installation 
procedures.
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2. Insert scraper rod (A) into front of scraper bracket (B).

3. Install right spring (C) leg into slot (D) on scraper 
bracket, and slide rod through spring, as shown.

4. Install the left spring (E) leg into slot on scraper bracket, 
and slide rod through spring (the same way as right side).

Qty. Description

1 Bracket, Right Support (A)

2 Carriage Bolt, M10x45 (B)

1 Scraper, Rear Roller (C)

1 Bracket, Left Support (D)

1 Spring, Left (E)

1 Spring Pin (F)

1 Scraper Rod (G)

1 Spring, Right (H)
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5. Align the hole in the center of the scraper rod with the 
center slot (F) in the bracket. Install the spring pin (G) 
through the hole to secure the rod in the bracket. 
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6. Record the position (H) of the grooved roller brackets on 
each end of the cutting unit. Remove locknut (I), washer (J), 
and carriage bolt (K) from the bracket on each end of the 
cutting unit. Set aside carriage bolts, but retain locknuts 
and washers.
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7. Install one scraper support bracket (L) to right side with 
one M10x45 carriage bolt (M), washer (J) and M10 locknut 
(I). Align position of grooved roller bracket as required to 
align with recorded position (H), and tighten M10 locknut 
onto carriage bolt.
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8. Position the scraper assembly on top of grooved roller. 
Insert the scraper rod in the right support bracket (N), 
engaging the remaining spring leg (O) behind the support 
bracket.

c CAUTION: Avoid injury! Always wear protective 
gloves when performing a service function on 
or near a cutting reel or bed knife. Severe injury 
can result from contact with sharp cutting 
edges.
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c CAUTION: Avoid injury! Components are 
installed under spring tension. Wear eye 
protection and use proper tools when installing 
and removing components with spring tension.
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9. On the left side, position the scraper support bracket (P) 
on the scraper rod, engaging the remaining spring leg (Q) 
on the support bracket as shown.
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10.Rotate the support bracket (P) into position on the 
cutting unit. Align the position of grooved roller bracket as 
required to align with recorded position (H), and secure 
with one M10x45 carriage bolt (R), washer, and M10 
locknut (S).
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