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Parts In Kit

NOTE: Retain these installation instructions with the 
machine operator’s manual.

Parking Safely

1. Stop machine on a level surface, not on a slope.

2. Disengage mower blades or any other attachments.

3. Lower attachments to the ground.

4. Lock the park brake.

5. Stop the engine.

6. Remove the key.

7. Wait for engine and all moving parts to stop before you 
leave the operator’s seat.

8. Close fuel shut-off valve, if your machine is equipped.

9. Disconnect the negative battery cable or remove the 
spark plug wire (for gasoline engines) before servicing the 
machine.

Install Bumper Kit

MX35979

1. Install a tube plug (A) in each of the two end openings 
on the bumper. 

2. Install the bumper (B) to the bumper bracket (C), using 
one M16x25 screw (D) on each side in the top hole of 
bracket. Secure with an M16 nut on each side.

3. Install M8x20 screw (E) to the lower hole on each side of 
the bracket, and secure with an M8 nut on each side.

Qty. Description

1 Bumper

2 Tube Plug

2 Screw, M16x25

2 Screw, M8x20

2 Nut, M16 

2 Nut, M8 

c CAUTION: Avoid injury!  Touching hot surfaces 
can burn skin. The engine, components, and 
fluids will be hot if the engine has been 
running. Allow the engine to cool before 
servicing or working near the engine and 
components.
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