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Parts In Kit

NOTE: Retain these installation instructions with the 
machine operator’s manual.

Parking Safely

1. Stop vehicle on a level surface, not on a slope.

2. Lock park brake.

3. Stop engine.

4. Remove key.

5. Before you leave the operator’s seat, wait for engine and 
all moving parts to stop.

6. Disconnect the negative battery cable or remove the 
spark plug wire (for gasoline engines) before servicing the 
machine.

Install Kit

1. Park machine safely. (See Parking Safely.)
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2. Install the two ball stud clamps (A) onto the front lower 
OPS tubes (B). The ball studs must face the front of the 
machine.

NOTE: To determine the front of the windshield, note 
that the top is curved and formed with a seal. When 
installed, it will point toward the front of the machine.
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3.  Loosely install four OPS clamps (C) into top and bottom 
predrilled holes in windshield using an M6 screw (D) and 
washer (E) from the front of the windshield (F) and into the 
OPS clamp.

• On some machine models, the OPS handle may 
interfere with the top clamp on the passenger side of the 
windshield. Install clamp in lower top left predrilled hole.

Qty. Description

1 Windshield Assembly

2 Clamp, Ball Stud

4 Screw, M6

4 OPS Clamp

4 Washer
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NOTE: Use an assistant to install the windshield 
assembly into position. Install the formed, outer curved 
section of the windshield so that it is at the top and 
points toward the front of the vehicle. The windshield 
mounts to the front of the OPS tubes, with the clamps 
behind the windshield.
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4.  With the clamps open, install the windshield assembly 
under the front lip of the hood (G) and onto the OPS tubes 
(H). While attaining a proper seal and fit at the top of the 
windshield, align the clamps with the OPS and snap shut.
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5.  Fold the bottom half of the windshield (I). Readjust the 
two ball stud clamps (J) so that the windshield snaps into 
position.

6.  For a proper seal between the hood and roof, adjust the 
windshield assembly up or down. When the lower half of 
the windshield is closed, it should be parallel with the OPS 
and positively engage the ball stud.

7.  For air ventilation, or to open the hood of the vehicle, 
raise the bottom half of the windshield and snap it onto the 
ball stud by pushing on the grommet (K).

Checking Windshield or Windscreen 
Regularly

The windshield and windscreen are a polycarbonate 
material which is softer but stronger than glass.

Before washing, flush as much loose dirt off as possible by 
thoroughly rinsing with warm water using a soft cloth or 
sponge. Wash with mild soap or detergent and rinse 
thoroughly with clean water. The following cleaning agents 
are compatible with polycarbonate when used according to 
the manufacturer’s recommendations: Formula 409™ 
(without ammonia), Joy™, and Palmolive Liquid™. To 
prevent water spots, thoroughly dry the windshield with a 
chamois or moist sponge. Do not use abrasive cleaners. 
Avoid cleaning in direct sunlight to prevent streaking.

To minimize scratches and improve visibility by filling in 
existing scratches, it is recommended that the windows be 
polished or waxed regularly. Some commercially-available 
polishes and waxes that are recommended include: 
Meguiar’s PlastX™ Clear Plastic Cleaner and Polish, and 
Johnson’s Paste Floor Wax. First, test effectiveness of 
polish or wax in a small corner of the windshield.

Service Clamps

Check and adjust the tightness of the clamps after the first 
30 days of use.
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IMPORTANT: Avoid damage! Some cleaning 
compounds may attack the polycarbonate material, 
resulting in cracks that will weaken the material.

Never use compounds that contain substances such 
as ammonia, gasoline, lacquer thinner, and 
turpentine.

Never use substances such as acetic acid, acetone, 
benzene, benzyl alcohol, brake fluid, butylic acid, 
carbon tetrachloride, ethyl ether, methyl alcohol, 
phenol, sodium sulfide, sodium hydroxide, sodium 
nitrate, trichloethylene, toluene, xylene, or 
petroleum products.

IMPORTANT: Avoid damage! If cracks or surface 
crazing are observed, or if viewing through the 
windshield is impaired, replace windshield.
2 M163695 F1


	Parts In Kit
	Parking Safely
	Install Kit
	Checking Windshield or Windscreen Regularly
	Service Clamps
	Contenu du kit
	Stationnement en toute sécurité
	Pose du kit
	Vérification régulière du pare-brise
	Colliers de serrage d’entretien
	Teile im Kit
	Sicheres Parken
	Kit einbauen
	Windschutzscheibe oder Windschutz regelmäßig überprüfen
	Klemmen prüfen
	Componentes del juego
	Estacionamiento seguro
	Instalación del juego
	Revisión regular del guardavientos o el parabrisas
	Abrazaderas de servicio
	Contenuto del kit
	Misure di sicurezza per il parcheggio
	Installazione del kit
	Controlli di routine del parabrezza e del deflettore aria
	Morsetti di servizio



