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NOTE: This armrest assembly only fits the Milsco XB-
200 Seat. Check to ensure you have the correct seat.  If 
the seat bottom is visible, there is a Milsco Name block 
molded in the plastic shell displaying the words Type 
XB-200.  If the seat bottom is not visible, measure the 
vertical height of the seat.  The XB-200 is 
approximately 533 mm (21 in.) tall with a plastic shell.

Parts in Kit

NOTE: Retain these installation instructions with the 
machine operator’s manual.

Parking Safely

1. Stop machine on a level surface, not on a slope.

2. Disengage mower blades or any other attachments.

3. Lower attachments to the ground.

4. Lock the park brake.

5. Stop the engine.

6. Remove the key.

7. Wait for engine and all moving parts to stop before you 
leave the operator’s seat.

8. Close fuel shut-off valve, if your machine is equipped.

9. Disconnect the negative battery cable or remove the 
spark plug wire(s) (for gasoline engines) before servicing 
the machine.

Install Arm Rest Kit

1. If installed, remove and discard the old arms, brackets, 
and hardware.

MX47382

Picture Note: Left Side Shown.

2. Fit the six (three per side) 1/4 in. speed nuts into 
recessed areas (A).

• The outside surface of the shell has screw starts 
molded in. These screw starts are to line up with the 
hole center of the speed nut.

•  The flat surface of the speed nut should be on the 
outside of the shell, and the threaded surface of the 
speed nut to be between the cushion and the shell.

NOTE:  If there is glue on the shell surface in the speed 
nut recessed area, break it free from the shell with a 
sharp instrument (knife, flat bladed screw driver, or 
wood chisel with flat side to shell). This is to allow the 
speed nut to be fully seated.
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3. Install left arm assembly (B) onto left side of the seat:

Qty. Description

1 Armrest, Left

1 Armrest, Right

6 Speed Nut, 14 in.

6 Self-Tapping Screw, 1/4 x 1 in.
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NOTE: The proper arm assembly will not hit the 
cushion in its full range of motion.

• Hang the arm by starting the center 1/4 x 1 in. self-
tapping screw (C) into the shell, but do not tighten.

4. Install the top and bottom 1/4 x 1 in. self-tapping screws 
(D) and tighten to 7 N•m (60 lb-in.). Tighten the center self-
tapping screw (C) to 7 N•m (60 lb-in.).

5. Repeat procedure for opposite side armrest.
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6. Check the amount of force required to stow the arms 
upward and bring it down to the in-use position. Adjust the 
force to personal preference using 16 and 17 mm wrenches 
on the armrest pivot bolt (E) and nut (F).

7. Using a 5/8 in. socket with an extension and driver, set 
the in-use position/elevation by adjusting the screw (G) 
located in the bottom of the armrest. It is visible when the 
armrest is in the stowed (up) position.
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