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Parts in Kit
Qty. Description
1 Screw, Hex, M6x16
1 Clamp
1 Harness, Canopy Power
1 Harness, Jumper
1 Switch Panel
1 Switch Mounting Box
2 Screw, Self Tapping
2 Plug
1 Relay
8 Locknut
1 Label
1 Push Retainer
4 Tie Strap

NOTE: Not all parts in kit may be used depending
on machine model installation.

Retain these installation instructions with your
machine operator’s manual.

Parking Safely
1. Stop vehicle on a level surface, not on a slope.

2. Fully lower the cargo box and any attachments on the
machine that can be lowered.

3. Lock park brake.

4. Stop engine.

5. Remove key.

6. Before you leave the operator’s seat, wait for engine
and all moving parts to stop.

7. Disconnect the negative battery cable before servicing
the machine.

Install Kit (Models HPX, HPX615E, HPX815E,
XUV 625i, XUV825E, XUV825i, XUV825i S4,
XUV825M, XUV825M S4, XUV855D, XUV855D
S4, XUV855E, XUV855M, XUV855M S4)
1. Remove the connector housing taped near the end

with two terminals on the canopy power harness.

NOTE: Fish tape will be required for routing of harness.

2. Insert the end of canopy power harness into the lower
right rear of the OPS (A).

3. Route the harness through the OPS and exit at the top
left of the OPS front cross bar (B).

A—OPS B—Cross Bar
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4. Install the two terminals in the connector housing.

• Install red wire terminal in cavity (A).
• Install black wire terminal in other cavity.

A—Cavity
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NOTE: The clamp needs to be oriented as shown.

5. Center the clamp (A) on the front OPS cross bar and
snap shut.

6. Attach the switch mounting box (B) to the clamp with
the screw (C).

7. Install harness (D) in switch mounting box.

NOTE: There is no switch with this kit. Install switch
at this time if an optional John Deere accessory
is being installed with the switch bank.

8. Install two plugs (E) into switch panel (F).

9. Install switch panel to switch mounting box with two
self-tapping screws (G).
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A—Clamp
B—Mounting Box, Switch
C—Screw, M6 x 1 x 12 Hex
D—Harness

E—Plugs (2)
F—Switch Panel
G—Screws, Self-Tapping

M164930 (02MAY18) 2 050318

PN=4



BM24089

SB31882,00001E4 -19-02MAY18-4/5

SB31882,00001E4 -19-02MAY18-5/5

10. Route the canopy power harness (A) over the frame of
the vehicle (B).

A—Harness, Canopy Power B—Vehiclel Frame
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11. Locate main vehicle harness (not shown) and connect
harness ends:

a. Connect the jumper harness (A) to the main vehicle
harness.

• On models HPX, 625i, 825i and 855D the main
vehicle harness is located in back of the battery
compartment.
• On S4 models, the main vehicle harness is
located under the passenger seat.

NOTE: Connection (B) has two connectors, but
only one is used for this kit.

b. Connect connector (B) to connector (C).

c. Connect black connector (D) to the black connector
of the main vehicle harness.

d. Connector (E) is not used.

e. The relay (F) is installed onto the frame using the
C-clip.

f. Connector (G) is not used.

g. Connect yellow connector (H) to the yellow
connector of the main vehicle harness.

h. The fuse (I) is installed onto the frame using the
C-clip.
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A—Jumper Harness
B—Connector, Jumper
C—Connector
D—Connector, Black
E—Connector (Not Used)
F—Relay

G—Connector (Not Used)
H—Connector, Yellow
I— Fuse
J—Connector (Not Used)
K—Connector (Not Used)

i. Connectors (J) and (K) are not used.
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Prepare Machine (Models RSX850i, RSX860,
XUV550, XUV550 S4, XUV560E, XUV560E S4,
XUV590E, XUV590E S4, XUV590M, XUV590M
S4)
1. Park machine safely. (See Parking Safely.)

2. Remove machine right side panel.

3. Remove the connector housing taped near the end
with two blade terminals on the canopy power harness.

Two Passenger Models

1. Remove and discard two locknuts on bolts (A) on front
right side of Protective Structure.

2. Loosen two locknuts on bolts (B) on left front side.
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A—Bolts, Right Side B—Bolts, Left Side

Four Passenger Models

1. Remove and discard four locknuts on bolts (A) on front
right side of Protective Structure.

2. Loosen four locknuts on bolts (B) on left front side.

A—Bolts, Right Side B—Bolts, Left Side
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Install Canopy Power Harness (Models
RSX850i, RSX860, XUV550, XUV550 S4,
XUV560E, XUV560E S4, XUV590E, XUV590E
S4, XUV590M, XUV590M S4)
Harness Parts

A—Switch Kit Power
Connector Terminals

B—Relay
C—Switch Power Daisy
D—Switch Power
E—Switch Ground Daisy

F—Fuse Holder, 30 Amp
G—Ground
H—Power (To Jumper)
I— Jumper
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Two Passenger Models

1. Insert electricians fish tape in side hole of front right
top side (A) and out open hole at bottom of right rear
bottom tube (B).

2. Connect fish tape to switch kit power connector
terminals. Pull through to front right top side (A) hole.
Disconnect fish tape from wiring harness.

3. Route wiring harness (C) along outside of front cross
bar.

A—Front Right Top Side
B—Right Rear Bottom Tube

C—Wiring Harness
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Four Passenger Models

1. Insert electricians fish tape in open end of top right
side rear (A) and out open hole at bottom of right rear
tube (B).

2. Connect fish tape to switch kit power connector
terminals. Pull through top right side rear (A) hole.
Disconnect fish tape from wiring harness.

3. Insert fish tape into side hole of front tube top (C) and
out side hole in rear of front tube (D).

4. Connect fish tape to wiring harness and pull through
to side hole (C). Disconnect fish tape.

5. Route wiring harness (E) along outside of front cross
bar.

A—Top Right Rear Side
B—Right Rear Tube Bottom
C—Front Tube, Top

D—Front Tube, Rear
E—Wiring Harness
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Connect Harness to Switch Mounting Box (All Models)

1. Install the two switch kit power connector terminals
in the connector housing.

• Install red wire terminal in cavity (A).
• Install black wire terminal in cavity (B).

A—Cavity, Red Wire Terminal B—Cavity, Black Wire Terminal
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2. Center clamp (A) as shown on the front Occupant
Protective Structure (OPS) cross bar and snap shut.

3. Attach switch mounting box (B) to clamp with screw
(C).

4. Install harness (D) in switch mounting box.

5. Secure wire harness to front OPS cross bar with tie
straps.

A—Clamp
B—Box, Switch Mounting

C—Screw, M6x16 Hex
D—Harness
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Connect Harness to Machine Harness (All Models)

1. Locate machine main harness and connect canopy
power harness ends:

a. Connect four-pin connector on the jumper to the
machine harness four-pin connector located in back
of the battery compartment.

NOTE: Jumper has two 2-pin connectors, but only
one is used per kit.

b. Connect one jumper connector to canopy power
harness power connector.

c. Install relay (A) on machine frame with push retainer.

d. Switch power daisy connector is not used.

NOTE: XUV590 Models will have a red wire connector
on the machine harness instead of yellow.

e. Connect switch power connector to yellow or red
wire connector on machine harness.

f. Switch ground daisy connector is not used.
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A—Relay

g. Connect ground connector to machine harness
black wire connector.

2. Pull excess harness back and secure with tie straps to
machine frame near battery.

Complete Installation (Models RSX850i,
RSX860, XUV550, XUV550 S4, XUV560E,
XUV560E S4, XUV590E, XUV590E S4,
XUV590M, XUV590M S4, XUV825E, XUV825M,
XUV825M S4, XUV855E, XUV855M, XUV855M
S4)
1. Install two plugs (A) into switch panel (B).

2. Install switch panel, with small square cutout on the
bottom, to switch mounting box with two self-tapping
screws (C).

3. Attach appropriate label for kit installed over hole
where switch is installed (B).

4. Install new locknuts on Occupant Protective Structure
(OPS) where all nuts were removed earlier. Tighten to
125 N·m (92 lb.-ft.).

5. Remove and discard all other nuts which were
loosened earlier and replace with new locknuts.
Tighten to 125 N·m (92 lb.-ft.).
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A—Plugs (2)
B—Switch Panel

C—Screws, Self-Tapping

6. Install machine right side panel.

7. Replace roof if installed.

M164930 (02MAY18) 7 050318

PN=9



BM24089

M164930 (02MAY18) 8 050318

PN=10



BM24089

M164930 (02MAY18) 9 050318

PN=11



BM24089

M164930 (02MAY18) 10 050318

PN=12


	Contents
	Parts in Kit
	Parking Safely
	Install Kit (Models HPX, HPX615E, HPX815E, XUV 625i, XUV825E, XUV825i, XUV825i S4, XUV825M, XUV825M S4, XUV855D, XUV855D S4, XUV855E, XUV855M, XUV855M S4)
	Prepare Machine (Models RSX850i, RSX860, XUV550, XUV550 S4, XUV560E, XUV560E S4, XUV590E, XUV590E S4, XUV590M, XUV590M S4)
	Install Canopy Power Harness (Models RSX850i, RSX860, XUV550, XUV550 S4, XUV560E, XUV560E S4, XUV590E, XUV590E S4, XUV590M, XUV590M S4)
	Complete Installation (Models RSX850i, RSX860, XUV550, XUV550 S4, XUV560E, XUV560E S4, XUV590E, XUV590E S4, XUV590M, XUV590M S4, XUV825E, XUV825M, XUV825M S4, XUV855E, XUV855M, XUV855M S4)


