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Parts in Kit

NOTE: This kit is required for work light installation on 
1023R models only.

Model 1023E and 1026R will also require Rear Work 
Light kit part number LVB25547.

Retain these installation instructions with the machine 
operator’s manual.

Parking Safely

1. Stop machine on a level surface, not on a slope.

2. Disengage PTO and stop attachments.

3. Lower attachments to the ground.

4. Lock park brake.

5. Stop engine.

6. Remove key.

7. Wait for engine and all moving parts to stop before you 
leave the operator’s station.

8. Close fuel shut off valve before servicing the fuel 
system, if your machine is equipped.

9. Disconnect the battery ground cable before making 
repairs to electrical system or doing any welding.

Install Work Light Harness (1023E Only)

1. Open hood and remove left and right side panels.

MX46284

2. Remove two screws (A) and two bolts (B) securing front 
kick panel below instrument panel. Remove kick panel from 
machine.

MX46392

3. Lift and remove mower deck height adjustment knob 
(C).

4. Remove two screws (D) and two bolts (E) securing rear 
kick panel below seat. Remove kick panel (F) from 
machine.

Qty. Description

1 Work Light Harness

30 Tie Strap

1 Fuse, 20 amp

c CAUTION: Avoid injury!  Touching hot surfaces 
can burn skin. The engine, components, and 
fluids will be hot if the engine has been 
running. Allow the engine to cool before 
servicing or working near the engine and 
components.
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MX46396

5. Route work light harness with existing machine harness 
from load center (G) to engine ground bolt (H), light switch 
(I) and right (J) and left (K) sides at rear of machine.

6. Connect harness to load center as follows:

MX46357

a. Hold lower bolt on load center with wrench and 
loosen nut (L).

b. Hold top bolt on load center and remove top nut (M).

c. Lift load center from bottom bolt and turn to access 
the wire entry side.

MX46393

d. Install the terminal on purple wire #137A into the load 

center fuse cavity (O).

e. Install the terminal on purple wire #147A into the load 
center fuse cavity (P).

f. Position the load center over the mounting bolts and 
secure with the original hardware.

g. Install 20 amp fuse in load panel (N).

7. Connect harness to light switch as follows:

a. Remove connector from rear of light switch and route 
connector to the left side of the instrument panel for 
access.

MX46394

b. Insert the terminal on purple wire #137a into the 
switch connector cavity (Q).

c. Install the connector on the light switch.

8. Connect harness ground lead as follows:

MX46395

a. Remove the ground bolt (R) on the right side of the 
engine.

b. Add the ring terminal on the work light harness to the 
existing ring terminals and secure with the original bolt.

9. Install tie straps every 150 mm (6 in.) or as needed to 
secure the work light harness to the machine harness and 
prevent contact with moving or hot components.

10.Install front and rear kick panels using original 
hardware.

11.Install left and right side panels.
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Install Work Light (1023E, 1026R)

NOTE: Provisions exist in the machine rear harness to 
connect the work light when mounted on the right or 
left side of the ROPS. Parts or accessories may be 
installed in the same position required for the work 
light. The light can be mounted in either unused 
location. A second work light can be added if both 
installation locations are available.

1. Park machine safely.

MX46390

2. Remove bolt (A) on right side of ROPS.

MX46391

3. Route light harness wires (B) through the ROPS hole 
and down through the bottom of the ROPS frame.

4. Install bolt (A) to secure the work light (C) to the ROPS. 
Do not overtighten.

5. Install split conduit onto exposed wires at bottom of 
ROPS.

MX20576

6. Model 1026R Only: Remove the caps (D) from the 
unused connectors on the purple (E) and black (F) wires on 
the rear machine harness under the work light.

7. Connect the work light harness connectors to the open 
purple and black connectors on the work light harness 
(1023E) or rear machine harness (1026R).

8. Connect the negative battery (ground) cable to the 
battery.

9. Check operation of the work light.

10.Adjust the work light to the desired operating position.

11.Install tie straps as needed to secure harness to base of 
ROPS and prevent its contact with moving components.

12.Lower hood.
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