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Estate and Pro Series Z-Trak Mowers

Z500, Z700, Z800, Z900 Series

ROLLER KIT
Litho in U.S.A.

TCB11266, TCB11229, TCB11230

Parts in Kit

MX25101

NOTE: Retain these installation instructions with your 
machine Operator’s Manual.

This kit is used on multiple units. Some parts may not 
be used for your application.

Parking Safely

1. Stop machine on a level surface, not on a slope.

2. Move motion control levers out to the neutral lock 
position.

3. Disengage mower blades.

4. Lower attachments to the ground.

5. Lock the park brake.

6. Stop the engine.

7. Remove the key.

8. Wait for engine and all moving parts to stop before you 
leave the operator’s seat.

9. Close fuel shut-off valve, if your machine is equipped.

Qty. Description

1 Bracket, Left Roller Kit (54 in.) (A)

1 Bracket, Right Roller Kit (54 in.) (B)

1 Bracket, Left Roller Kit (72 in.) (C)
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1 Bracket, Right Roller Kit (72 in.) (D)

1 Bracket, Left Roller Kit (48 and 60 in.) (E)

1 Bracket, Right Roller Kit (48 and 60 in.) (F)

1 Plate, Spacer (G)

2 Bracket, Anti-Scalp Wheel Mount (H)

1 Bracket, Right Roller Mount (I)

1 Bracket, Left Roller Mount (J)

1 Bracket, Optional MCS (K)

1 Roller Assembly (60 and 72 in.)

1 Roller Assembly (48 and 54 in.)

2 Bushing, Spacer

2 Nut, Hex M10, Prevailing Torque

2 Bolt, Carriage M10x25

2 Bolt, Flange Head M10x30

2 Bolt, Carriage M12x60

2 Spacer

2 Locknut, Flange M12 Deflected

8 Screw, M8x20 Self-Tapping

6 Bolt, Carriage M8x25

6 Locknut, M8

Qty. Description
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10.Disconnect the negative battery cable or remove the 
spark plug wire(s) (for gasoline engines) before servicing 
the machine.

Prepare Machine

1. Remove belt shields.

2. Lift and support rear of machine.

3. Remove rear wheels.

4. Install anti-scalp wheel kit (for models Z510A and 
Z520A).

5. Remove rear anti-scalp wheels and leave the brackets.

Install Roller Kit

MX25092

1. Install spacer bushing (A) into end of roller (B) with 
grease fitting (C) facing out.

MX25093

2. Install roller mount bracket (D) and flange head bolt (E). 
Ensure that grease fitting is accessible through hole in 
bracket. Apply high strength threadlock to bolt, do not 
tighten at this time.

c CAUTION: Avoid injury!  Rotating blades are 
dangerous. Before adjusting or servicing 
mower:

• Disconnect spark plug wire(s) or battery 
negative (-) cable to prevent engine from 
starting accidently.

• Always wear gloves when handling mower 
blades or working near blades.

c CAUTION: Avoid injury!  The machine can fall or 
slip from an unsafe lifting device or supports.

• Use a safe lifting device rated for the load to 
be lifted.

• Lower machine onto jack stands or other 
stable supports and block wheels before 
servicing.
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NOTE: For 54 in. roller assembly use two right roller 
mount brackets. For 48, 60, and 72 in., use right and 
left roller mount brackets.

All M8x30 self-tapping screws should be used when 
installing the roller kit unless an MCS (Material 
Collection System) is also installed.

For information regarding installing the brackets on a 
machine equipped with an MCS, see the Install 
Brackets to Deck (MCS Equipped Machines) story.

MX25095

Picture Note: Right side of 48 in. mower deck 
shown. Roller assembly shown for photo clarity 
only.

MX25100

Picture Note: Left side of 72 in. mower deck shown 
with anti-scalp wheel kit mounting bracket. Roller 
assembly shown for photo clarity only.

3. Install left and right brackets (F) to anti-scalp wheel 
brackets using four M8x30 self-tapping screws (G) on each 
side.

4. Position roller assembly under machine.

MX25094

Picture Note: 48 in. and 60 in. (right and left side) 
and 54 in. (left side) roller shown.

5. 48 in. and 60 in. roller (right and left side) and 54 in. 
(left side). Install roller assembly to bracket (F) using 
M12x60 carriage bolt (H) with spacer (I) and locknut, and 
M10x25 carriage bolt and locknut (J).

MX25098

Picture Note: Typical attachment for 54 in. and 72 
in. roller (right side).

6. 54 in. and 72 in. roller. Install roller assembly to right 
bracket (K) using M12x60 carriage bolt (L) with spacer (M) 
and locknut, and M10x25 carriage bolt and locknut (N).

MX25099
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7. 72 in. roller. Install roller assembly to left bracket (N) to 
using M12x60 carriage bolt (O) with spacer (P) and locknut, 
and M10x25 carriage bolt and locknut (Q).

8. Align roller and tighten all hardware.

9. Install rear wheels.

10.Lower machine and install belt shields.

Install Brackets to Deck (MCS Equipped 
Machines)

NOTE: When installing kit with an MCS, use the self-
tapping screws in the MCS kit. (There are two in the 
MCS kit. Use two on the side with the blower. On other 
side use four M8x30 self-tapping screws)

Some brackets used to attach the MCS blower on right 
side to 48, 54, and 60 inch side discharge decks are not 
compatible with the roller stripe kit brackets. If the 
brackets have interference, replace the bracket 
supplied with the MCS kit with the one supplied in this 
kit.

MX25096

Picture Note: Left side of 48 in. mower deck shown.

1. Use self-tapping screw to tap holes.

2. Attach roller assembly (A) using four M8x30 self-tapping 
screws (B) on left side of deck. Install two M8x30 self-
tapping screws on right side.

3. Install spacer plate (C) with M8x30 self-tapping screws 
on left bracket (48 through 72 in).

4. Line up roller and tighten all hardware.

5. Install drive wheels.

6. Lower machine and install belt shields.
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