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Parts in Kit

NOTE: Rear bumper is required to install the hitch. If 
your machine does not have a rear bumper, see your 
John Deere dealer for ordering information.

NOTE: Retain these installation instructions with your 
machine Operator’s Manual.

Parking Safely

1. Stop machine on a level surface, not on a slope.

2. Move motion control levers out to the neutral lock 
position.

3. Disengage mower blades.

4. Lower attachments to the ground.

5. Lock the park brake.

6. Stop the engine.

7. Remove the key.

8. Wait for engine and all moving parts to stop before you 
leave the operator’s seat.

9. Close fuel shut-off valve, if your machine is equipped.

10.Disconnect the negative battery cable or remove the 
spark plug wire(s) (for gasoline engines) before servicing 
the machine.

Towing Loads

• To provide adequate braking ability and traction, weight 
of towed load must never exceed the vehicle payload 
(Operator plus Vehicle).

• Do not tow a load with this vehicle that exceeds 181 kg 
(400 lb).

• Do not exceed a tongue of 31 kg (70 lb).

• Tow at a speed slow enough to maintain control.

Install Hitch Kit (ZTrak Series with Steel 
Bumper)

1. Remove bumper.

MX24963

2. Install hitch plate (A) to bumper (B) using M12x25 hex 
head bolts (C) and flange locknuts (D).

3. Install bumper.

Install Hitch Kit (ZTrak Series with Cast 

Qty. Description

1 Plate, Hitch

2 Bolt, Hex Head, M12x25

2 Locknut, Flange

c CAUTION: Avoid injury! Excessive towed load 
can cause loss of traction and loss of control 
on slopes. Stopping distance increases with 
speed and weight of towed load.

Do not tow a load that exceeds the maximum 
allowable towing load for this vehicle, as 
specified in this operator’s manual.
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Bumper)

NOTE: When installing hitch on machine with a cast 
bumper, you do not need to remove bumper to install 
hitch.

MX43835

1. Install hitch plate (A) to cast bumper (B) using M12x45 
hex head bolts (C) and flange locknuts (D).
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