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Parts in Kit

MX30699

NOTE: Retain these installation instructions with the 
machine operator’s manual.

Parking Safely

1. Stop machine on a level surface, not on a slope.

2. Disengage PTO and stop attachments.

3. Lower attachments to the ground.

4. Lock park brake.

5. Stop engine.

6. Remove key.

7. Wait for engine and all moving parts to stop before you 
leave the operator’s station.

8. Close fuel shut-off valve, if your machine is equipped.

Install Main Canopy Wiring Harness

1. Disconnect battery negative cable.

MX30677

2. Remove the three screws retaining the overhead 
console (A) and remove the console.

NOTE: If a Windshield Washer Kit will also be installed, 
the windshield washer harness can be taped to the 
canopy wiring harness and both harnesses pushed 
through the canopy frame at the same time. In this 
case, it may be necessary to insert the cables at the 
rear of the canopy frame and push through to the front. 
Consult the Windshield Washer Kit instructions.

MX30701

3. Locate the end of the canopy wiring harness (B) that 
has a ring terminal (C) on the brown wire and a push-on 
terminal (D) on the red wire. The wires will be taped 
together for ease of installation.

Qty. Description

1 Fuse Holder/Relay Assembly (A) (includes 
30A fuse)

1 Electrical Harness (B)

5 Tie Strap (C) (included in bag of parts)
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MX30700

4. Locate the access hole (E) in the right side canopy rail 
by the console.

5. Insert the taped wires of the harness (B) into the canopy 
rail, as shown, and carefully push the harness through the 
inside of the canopy rail toward the rear until the taped end 
exits at the bottom of the rear canopy upright.

MX30757

6. Continue to push harness (B) to the rear until 45 cm (18 
in.) remain outside the canopy frame at the front, as shown.

MX30758

7. Route the harness (B) at the rear from where it exits the 

canopy upright (F) to an opening below the right side rear 
seat bumper bracket (G) and into the battery compartment.

Complete Installation

NOTE: Dielectric grease or equivalent should be 
applied to all electrical connectors during assembly.

Pre-installation on machines without canopy electrical 
components installed.

1. Secure all main canopy wiring harness leads safely. Do 
not connect any wiring or install the fuse holder/relay 
assembly at this time.

2. Install canopy overhead console with hardware removed 
earlier.

3. Connect battery negative cable.

Machines with canopy electrical component(s) 
installed.

1. Remove tape from end of main wiring harness.

MX30762

2. Disconnect wiring plug (A) from relay (B).

3. Install push-on connector (C) (red wire) from canopy 
harness securely into open outer slot (D) in relay wiring 
plug, opposite red wire (E) from fuse holder, as shown. 
Center slot in plug remains empty.

4. Connect relay wiring plug to relay.
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MX30761

5. Locate a yellow wiring lead (F) and a black wiring lead 
(G) that are taped to the main vehicle wiring harness (H) at 
the rear of the battery compartment. Both have plastic plug 
connectors. Cut the tape and bring the both leads up to the 
fuse holder/relay assembly.

MX30760

6. Connect red/black lead (I) from relay wiring plug to 
yellow lead (F) from vehicle harness, and brown lead (J) 
from relay wiring plug to black lead (G) from vehicle 
harness. The red/black lead supplies power to the relay 
when the machine ignition switch is on.

MX30759

7. Remove and save rear retaining nut (K) from the 
passenger side grab handle (L).

MX31061

8. Install fuse holder/relay bracket onto the grab handle 
stud and secure with nut (K) removed earlier, as shown. 
Tighten nut. Relay may have to be pivoted on bracket for 
best position.

9. Connect red wire (with ring terminal) from fuse holder to 
positive battery terminal, and brown wire from main canopy 
wiring harness to battery negative terminal.

10.Secure canopy harness with tie straps as necessary.

11.Consult the Installation Instructions for the applicable 
canopy electrical components to complete wiring 
connections to terminals and switches on the canopy 
overhead console.
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